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PREFACE

This report covers the efforts of Fairchild Hiller Corporation and its

team of subcontractors on NASA Contract (NAS-W-1411). The team

organization and responsibilities during the study effort are shown on

the accompanying chart. The report is divided into eight volumes, as

follow s:

Volume 1

Volume 2

Volume 3

Volume 4

Volume 5

Volume 6

Volume 7

Volume 8

Summary

Systems Analysis

Vehicle Engineering

Power System

Orbital Analyses, Propulsion and Guidance

Stabilization and Control

Communication Experiments

Radio Interferometer Experiment

Telemetry and Command Systems

Program Budgetary Costs and Schedules
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3.0 VEHICLE ENGINEERING

3.1 CONCEPT EVOLUTION

3. I. 1 Trade-Off Parameters

The initial spacecraft concept and configuration studies concentrated

on the possible alternatives in the general arrangement. The system and

performance trade-offs of these configuration were assessed and are des-

cribed in other sections of this report. The method of deploying the parabolic

reflector was the dominant feature of all the configurations and, in a sense,

served as the focal point in the generation of the various designs. The task

was complicated by the booster alternatives for the study (Atlas-Agena,

Atlas-Centaur and Titan 3C}. In addition to the launch vehicle payload capa-

bility, the interface requirements, shroud limitations and adaptor require-

ments significantly impacted the spacecraft configurations. The matrix of

concepts was further influenced by the apogee injection requirements. The

use of Titan 3C eliminated the need of a separate apogee injection stage

since the Transtage can inject a respectable payload into synchronous-

equatorial orbit while at the same time providing three-axis stabilization

during the transfer orbit. Use of Atlas-Agena or Atlas-Centaur necessitated

the use of a separate apogee stage or motor with its attendant differences in

transfer stabilization mode and the corresponding effects on configuration.

Shroud and Separation Considerations - The standard shrouds

associated with the various launch vehicles limited the approaches for

deploying the parabolic reflector. The concepts that lent themselves to

packaging in the limited, standard shroud volumes were in general lacking

in reflector surface accuracy for X-band operation. This is discussed in

greater length in section 3.3 of this report. Consequently, the trade-offs

regarding surface accuracy requirements necessitated the use of an OAO or

extended Surveyor shroud.
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The separation systems of the vehicles with separate apogee in-

jection stages generally required two separation events after entering the

parking orbit. The separation of the second stage of the launch vehicle

occurred after injection into the transfer orbit. The second event took

place after synchronous injection and separated the apogee stage or motor

from the spacecraft. In some concepts, consideration was given to retaining

the spent apogee stage to help the orbital C. G. location problem. Initial

design approaches generally sought to attach the motor in a manner per-

mitting a clean separation (not buried inside the spacecraft module), however

the resultant shroud lengths exceeded the length restrictions imposed by

NASA. Consequently, serious thought was given to a partially buried apogee

engine.

Prime Focus vs Cassegrain - Parametric studies of cassegrain

antenna configurations showed that the feed may be located anywhere between

the main parabolic reflector and the hyperbolic sub-reflector (as a matter

of fact, the feed may be located behind the main parabolic reflector). As

the feed is located farther from the sub-reflector, the angle subtended by

the sub-reflected decreases. Consequently, the feed aperture increased, in

order to properly illuminate the sub-reflector. Furthermore, the shape of

the sub-reflector also changed (even though the diameter was maintained

constant), as the feed is moved away, in order to focus the radiation on the

feed. Figure 3.1-1 is an example of the size relationships between the sub-

reflector and feed as a function of a matrix of sub-reflector and feed locations

for an F]D = 0.3. The curves show that cassegrain systems generally are

larger and consequently heavier than corresponding prime focus feeds.

This data when factored into the configuration studies did not point to any

advantages for a cassegrain system.

Solar Panels - Considerable effort was expended studying the most

effective solar panel arrangement. Previous Fairchild Hiller studies of
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earth oriented synchronous-equatorial satellites utilizing large parabolic

reflectors concluded that the solar panels should be located at the rim of

the reflector. The alternatives to this approach considered solar panel

locations behind the reflector which were partially shadowed by the reflector.

Utilizing a mesh reflecting surface minimized the actual shadowing (in

terms of % area) for a solar vector that traverses a 2,r field of view. How-

ever, the series/parallel connections required for the cells caused entire

cell modules to be rendered ineffective because of shadowing of a single cell.

The solar panels attached to the rim of the reflector possessed

either a single degree of freedom about the pitch axis with cells on one

surface or were arranged in a fixed cruciform with cells on two surfaces.

The weight trade-off was 2:1 in favor of the single degree of freedom panels

with a reliability advantage for the fixed cruciform arrangement. During

launch, the paddles were either "wrapped" around the body of the stowed

reflector petals or stowed as disks above the experiment package. The

arrangement was dependent on the configuration with a distinct advantage

accruing to the "wrap around" arrangement because of its pre-orbital power

capability.

Equipment Module - Several equipment module locations for the

spacecraft equipment and experiment modules were studied. Locations

above or below the vertex of the reflector, near the parabolic focus, and

split modules were considered. One of the key configurational problems

concerned itself with a C. G. location that permitted use of the auxiliary

propulsion system (APS) without a major reorientation of the spacecraft.

Figure 3.1-2 illustrates the mass model requirements of one of the early

spacecraft concepts to achieve this goal. An APS location off the C. G. was

possible if counterbalanced by a properly positioned pulsating thruster on

the feed mast; however, this approach was rejected because of the com-

plexities of the control logic and the required plumbing and nozzle installation
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on the feed mast. Another APS installation goal was a minimization of the

distance between the nozzle and spacecraft C. G.; this was desirable to

reduee the attitude fuel requirements during thrusting due to nozzle angular

installation tolerances.

The installation of the attitude control jets at the tips of the reflector

was considered but the reliability problems of a flexible joint coupled with

the development status of micro-pound thrusters made this approach un-

attractive. Consequently the attitude control jets were placed on the outside

of the equipment module and eonfigured in a manner to thrust away from the

reflector surface and sensors.

Many of the early spacecraft concepts assumed equipment modules

near the maximum shroud diameter. However, as the study progressed it

became evident that the available volume exceeded the requirements. This

resulted in a reduction to a five foot diameter module in some of the later

concepts, including the reference concept.

The phased array, interferometer and attitude sensors all competed

for space at the earth facing end of the spacecraft. These installation re-

quirements coupled with aperture blockage considerations resulted in sizing

the phased array near the minimum specified gain value (30 db).

3.1.2 F/D Trade-Offs

A major system trade-off concerned the F/D ratio. Four important

factors were considered:

• Scan Capability

• Weight

• Obscuration of Star Tracker

• Illumination of Reflector
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Obscuration of the star tracker set the minimum F/D ratio at a value of

0. 325; the second factor (weight) dictated that the F/D ratio be as small as

possible; the first factor turns out not to be a consideration, since scan

requirements cannot be met by off-axis motion of the feed. A minimum

F/D of 0.25 results from illumination considerations. Thus, the final

choice of F/D dictated within narrow limits by the engineering trade-off s,

was 0. 325.

Discussion of the four factors is given in the following paragraphs:

Scan Capability - Coverage of the visible earth from synchronous

orbit requires that the parabolic antenna beam be scanned about 30 beam-

widths at X-band. At S-band, this is only 9 beamwidths. An examination

of scan loss curves of section 7.1.1 shows that exorbitant scan losses will

result, for frequencies above S-band, for both prime focus systems and

cassegrain systems. For scan capabilities of 10 beamwidths, reasonable

losses in the range of 1-2 db can be expected, for either configuration, for

F/D ratios near 1.0. Severe weight penalties are, however, associated

with large ratios of F/D.

Since earth-disk coverage at X-band cannot be achieved by motion

of the feed off-axis, scanning will be accomplished by motion of the entire

parabolic antenna and spacecraft. Therefore scanning is not a consideration

in determining the F/D ratio of the ATS-4 large parabolic antenna.

Weight - The weight of the feed mast is very sensitive to its length

(and hence to F/D ratio). The parametric curves of section 3.5 show feed

mast weights ranging from less than 60 pounds for an F/D = 0.3 to more

than three hundred pounds for an F/D = 0.5. Mast weights are dictated by

considerations of column stability of the tripod members.

The conclusion from weight considerations is that the F/D ratio

should be as small as possible. Reduction of F/D from 0.3 to 0.25 would

result in a weight saving of about 30 pounds.

3-7
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Obscuration of Star Tracker - To provide an unobstructed field

of view for the Polaris star tracker dictates a minimum F/D of 0. 325, if

rotating solar panels are used. For fixed solar panels, a slightly smaller

value of minimum F/D is permitted. An alternate location of the star

tracker is deemed impractical, since separation of the star tracker from

other control components is undesirable.

The conclusion from considerations of star tracker field-of-view

is that the F]D ratio should not be less than about 0. 325.

Illumination of Reflector - Reflectors with F]D = 0.25 require that

the feeds illuminate 180 ° of reflector surface. It is difficult to design a

single feed which has a beamwidth of 180 ° and also produces uniform phase

on the reflector aperture. It is impractical to design four integrated feeds,

operating at four bands of frequencies between 100 mHz and 9 gHz, all of

which have beamwidths of 180 ° (or greater), because of the interference of

the larger feeds on the smaller ones. A minimum F]D of 0.25 is indicated,

from feed design considerations.

The conclusion indicated from the preceding trade-offs is that the

F/D ratio should be about 0.3. This results in a modest weight penalty

(compared to the limiting weight of a system with F]D = 0.25) but obviates

severe problems associated with the star tracker field of view. In addition,

design of the dish feeds is eased somewhat.

The recommended value of F]D is 0. 325.

3.1.3 Spacecraft Concepts

Some of the concepts which incorporated the configurational trade-

offs previously discussed are included in the following pages with a short

description of each configuration. The concept evaluation and choice is

covered in Section 3.2.
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Concepts SK513-10 and -12 (Figure 3.1-3 and 3.1-4) - These

concepts are similar since they represent the same weight and inertia

regime and utilize identical methods for deploying the parabolic reflector.

The spacecraft depicted on Figure 3.1-3 utilizes a Titan 3C launch vehicle

to inject the spacecraft into the required orbit and consequently does not

require an apogee kick motor for this weight class. The concept illustrated

by Figure 3.1-4 is launched by an Atlas-Centaur launch vehicle and injected

into synchronous orbit by the Burner II apogee injection stage. The auxiliary

propulsion engine is located at the center of the phased array structure

(Figure 3.1-4 only).

Both concepts utilize the OAO shroud to house the spacecraft and

are assumed to be in the 1700 pound weight class. The solar panels com-

prise an area of 72 square feet and the phased array is 7 feet in diameter.

The parabolic reflector is formed by the deployment of 30 skewed

axis rigid panels which are locked to each other after deployment. The

petals are stowed in a manner permitting a substantial support truss to react

the feed and phased array launch loads.

The solar panels are stowed external to the folded petals and are

deployed by the motion of two oppositely located folding parabolic petals.

Disadvantages of this concept are the large separation between

C. G. and auxiliary propulsion system (true of only Figure 3.1-4), feed

blockage by the feed support structure and a 5% aperture blockage due to

the phased array.

Concept SK513-11 (Figure 3.1-5) - This concept represents a rigid

petal design again utilizing a single skewed axis of rotation to deploy each

panel. The panels are stowed radially and when deployed are locked to each

other to form an inverted parabola. The spacecraft module and phased

array are located near the parabolic focus. The apogee injection stage

I 3-9
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(Burner II) is located near the booster interface with the auxiliary propulsion

system located above the parabolic vertex.

As depicted, it is launched by an Atlas-Centaur launch vehicle and

is stowed in the forward portion of the OAO shroud with a 62 inch cylindrical

extension required to adapt to the Centaur-fairing interface. The solar

panels (80 ft 2 total) are stowed in dihedral fashion around the central support

structure and deployed by the motion of two oppositely located folding para-

bolic petals.

The concept has the disadvantage of a large separation between the

C. G. and the auxiliary propulsion system making it more sensitive to

torques created by thrust axis misalignment. The large phased array and

spacecraft location will result in about a 5% aperture blockage.

Concept SK513-13 (Figure 3.1-6) - This concept represents a vehicle

launched by an Atlas SLV-3A-Agena booster and housed in "the Nimbus"

shroud. The limited volume and small shroud diameter require the use of

the conic scissors method of deployment and a telescoping feed. The antenna

F/D is limited to 0.4 because of the shroud constraints and consequently

the performance is degraded (due to method of antenna deployment - see

3.3.1).

The apogee injection motor (TE-M-364-2) is buried in the space-

craft due to volume limitations. This vehicle is spin stabilized during the

transfer orbit.

The concept depicted is in the 900 lb. weight regime. The auxiliary

propulsion system is along the Y axis thus simplifying the required orienta-

tion maneuvers during north-south station keeping. The inert weight of the

apogee injection motor (since it is not jettisoned) yields a C. G. location

that makes this arrangement feasible.
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Concept SK513-14 (Figure 3.1-7) - This concept represents a

vehicle launched by an Atlas SLV-3C/Centaur booster. It is in the 1700 lb.

weight class and housed in an OAO or modified Surveyor shroud. The

concept depicted is spin stabilized during the transfer orbit and utilizes the

TE-M-364-2 engine as an apogee injection motor. The inert motor remains

with the spacecraft after injection. The shroud and payload are attached at

a common interface ring to a 61 inch adaptor which mates with the 120 inch

O.D. of the Centaur stage.

The parabolic reflector is formed by the deployment of 36 skewed

axis rigid petals previously described. This spacecraft concept is unique

since it uses a deployable truss to support a cassegrain sub-reflector and

phased array. The truss when folded serves to support the array and sub-

reflector during launch by locking the linkage to the feed support structure.

In this manner the feed blockage is minimized when the truss is deployed by

its folding braces. The feed support truss also serves as the mounting

frame for two dipoles which serve as the I00 megacycle feeds.

A set of horizon sensors are mounted on the array face in con-

junction with an orthogonal set of Polaris Star Trackers. This will reduce

the array effective aperture to near the minimum gain value (30 db).

Two circular solar panels (52 ft 2 total) stowed in the forward

portion of the shroud provide the primary power source. The attitude control

torquers are located between the apogee injection motor and spacecraft

module. Two roll and pitch jets in combination with four yaw jets provide

the attitude torquing systems.

Concept SK513-16 (Figure 3.1-8) - This concept represents a

vehicle launched by an Atlas SLV-3C/Centaur booster. It is in the 1500 lb.

weight class and is a spin stabilized vehicle utilizing a stretched apogee

motor similar to that used in the Model 946-100 series of Burner II. The

spent motor remains attached to the spacecraft while in orbit and is mounted

3-11
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approximately 25 inches aft of the spacecraft to achieve a vehicle C. G.

aft of the vertex of the parabolic antenna.

The APS (auxiliary propulsion system) consists of three orthogonally

located nozzles located at the C. G. Two of the nozzles provide east-west

repositioning capability while the third nozzle is capable of north-south

stationkeeping. One nozzle is sufficient for this mode since by choosing the

burn compatible with the proper nodal crossing either a north or south

correction is possible without vehicle reorientation.

The concept as shown is housed in the Surveyor shroud with a

146 inch extension. It is mounted to a 60-inch long adaptor which attaches

to the 120 inch diameter of the Centaur booster. The parabolic antenna is

formed by 32 identical, non-radial petals. The non-radial petal arrange-

ment permits a simple butt hinge. The feed support is a tripod structure

which also supports the dipoles which make up the I00 MHz feed.

The F/D is . 325 and represents the minimum F/D possible to

preclude solar panel shadowing of the Polaris star tracker. The horizon

sensor and star trackers are mounted on the array face. This concept has

two circular solar panels which provide the primary power source. They

have a total area of approximately 70 square feet and are stowed in the

forward position of the shroud. Upon initiation of deployment, the solar

panels raise up to provide clearance for the deployment of the petals. The

attitude control torquers are located between the apogee injection motor and

spacecraft module. Two roll and pitch jets in combination with four yaw

jets provide the attitude torquing systems.
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3.2 CONCEPT EVALUATION AND REFERENCE CONCEPT

3.2. 1 Launch Vehicle Choice

The continuing design evolution and sub-system trade-offs dis-

cussed in other sections of this report resulted in refinements of the space-

craft weight and volume requirements. Concurrently with this effort, the

payload capabilities of the various launch vehicle and apogee injection stages

were computed (see Section 5.0). On the basis of the spacecraft weight

and volume requirements and the booster economic and performance trade-

off s, the Atlas-Centaur launch vehicle augmented by a TE-364-3 (Improved

Delta Motor) solid propellant motor was chosen. Spin stabilization was

selected for the transfer orbit stabilization.

One of the basic objections to the Atlas SLV-3A/Agena booster

(in addition to its limited synchronous orbit payload capability) was its 5

feet diameter shroud limitation. This constraint prevented the use of a

petal system for parabolic reflector deployment and consequently only

systems with considerably less surface accuracy were possible.

With the choice of launch vehicle and transfer orbit stabilization

the specific concepts discussed previously (Figures 3. 1-3 through 3.1-8)

were narrowed down to two configurations, concepts SK513-18 and SK513-17

(Figure 3.2-1 and 3.2-2).

3.2.2 Split Module Concept

Figure 3.2-1 (SK513-18) represents the family of split module

concepts. The equipment module is mounted behind the reflector and the

experiment module near the parabolic reflector focus.

The experiment module contains the parabolic feed, phased array,

interferometer, and stabilization sensors. The equipment module contains

the remainder of the spacecraft equipment including the attitude torquing

L

i

!
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system. The parabolic antenna utilizes a multi-band feed shown in

Section B-B of Figure 3.2-i. The center portion contains a waveguide

horn cluster used for X - Band. The S-Band feed consists of two bowtie

elements orthogonal to the plane of the paper while the 800 MHz capability

is provided by a four-element square array of turnstiles. The I00 MHz

feed is made up of four dipoles yielding a single turnstile antenna.

The solar panels are circular and stowed in the forward part of

the shroud during launch. The pre-orbital power requirements cannot be

met by this arrangement. In the deployed configuration they are fixed to

the petal system in a cruciform configuration.

Telemetry coverage is provided by two antennas, one of which

is attached to the outside of the equipment module while the other is attached

to the experiment module. The antenna mounted to the equipment module

is used for transfer orbit coverage.

Spin stabilization is employed during the transfer orbit and

apogee injection is accomplished by the TE-364-3 solid propellant motor.

The motor is buried in the equipment module and separated after synchronous

orbit injection. Station-keeping engines are provided by two upward firing

nozzles parallel to the "Z" axis. This will necessitate spacecraft re-

orientation during the station-keeping maneuvers.

The reflector petals are hinged in a manner permitting storage

around the experiment module. The experiment module size requirements,

combined with the solar panel storage needs, dictated its location well with-

in the folded petal extremities. Consequently, the F/D of this configuration

cannot be larger than 0.25. This F/D ratio precludes a change to rotating

•solar panels (for more ambitious mission power profiles) since the Polaris

tracker will be obscured during portions of the orbit. The petals are

supported during launch by their hinges at one end and the experiment
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module near the tip.

3.2.3 Reference Concept

Figure 3.2-2 (SK513-17) depicts the recommended concept. It is

an outgrowth of an earlier concept {Figure 3. 1-5) and represents an

"inverted" configuration since the petals are hinged to fold down instead of

the conventional upward hinged motion. This results in a lower launch C. G.

lighter feed support mast, and a solar panel configuration which is more

readily adaptable to pre-orbital solar power. The C. G_ in the orbit con-

figuration is within the spacecraft niodule, oermitting an APS {auxiliary

propulsion system} installation which require s no re-orientation for the

station-keeping mode. The solar panels are fixed in a cruciform arrange-

ment and provide approximately 310 watts of primary power to the load bus.

The panels are "wrapped around" the folding petals during launch. This

will result in a worst case solar vector angle relative to the vehicle spin

axis during the transfer orbit of 2 0°. Using the non-degraded value of

solar cell output and an 85% power conversion efficiency results in a pre-

orbital power capability of more than 60 watts.

The spacecraft module and apogee injection motor (TE-364-3

Improved Delta Motor} are attached to the standard Centaur interface by a

short conical adaptor. This configuration uses a single module for all

equipment, experiments and sensors. A six tube truss is provided to

support the reflector hub. The rate retarding linkage for the reflector

petals (described in Section 3.3) is above the reflector hub and therefore

does not cause any of the structural discontinuities that might be required

for the rate retarder with a conventional approach. The F/D = . 33 and,

with the resultant separation between experiment package and deployed

solar paddle, no Polaris obscuration exists if the fixed solar paddles are

altered to rotating paddles.

The spacecraft is housed in a modified Surveyor fairing with an
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ll-foot extension. A comparable split module (Figure 3.2-1) require d at

least three additional feet of shroud. The telemetry antenna used for

transfer orbit coverage is mounted above the parabolic antenna vertex

while the on-station telemetry coverage is provided by an antenna attached

to the module.

The attitude control jets are positioned around the circumference

of the spacecraft module, Two roll and pitch jets in combination with four

yaw jets are provided for acquisition maneuvers, unloading of the inertia

wheels and stabilization during the auxiliary propulsion thrusting modes.

The roll jets are placed below the Polaris Star tracker to eliminate any

optical problems. All the jets are arranged to thrust away from the

reflector.

The APS consists of three orthogonally located nozzles at the

C.G. Two of the nozzles provide east-west repositioning capability while

the third nozzle is capable of north-south stationkeeping. One nozzle is

sufficient for this mode since by choosing the burn compatible with the

proper nodal crossing either a north or south correction is possible with-

out vehicle reorientation.

Figure 3.2-3 depicts the spacecraft module in greater detail.

The phased array, interferometer elements, and horizon sensors are on

the earth-facing side and clear of any obstruction after the apogee motor is

jettisoned. The phased array consists of 64 horn elements forming a

36 -inch x 31-inch planar array. The interferometer elements consist of

five horn antennas mounted to a superinsulated "L" beam.

The truss structure which restrains the reflector petals during

launch is jettisoned with the apogee injection motor. This is a unique fall-

out of this concept and eliminates the need for an additional separation

device.
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The transfer orbit and apogee injection attitude control thrusters

are attached to the launch restraint ring. This structure also contains the

transfer orbit fuel supply and mounts the de-spin yo-yo. Separation of the

apogee engine and launch restraint truss is accomplished by the firing of

four explosive bolts.

The spacecraft module contains all of the spacecraft electronics,

fuel tanks, reaction wheels and attitude sensors. The fuel supply for

attitude torquers and APS is housed in four tanks located on the "Z" axis

at the C. G. The equipment volume requirements are considerably less

than the space available and eonsequently additional experiments can be

accommodated.

The parabolic antenna multi-band feed is on the reflector side of

the spacecraft module and is configured like the one shown in Section B-B

of Figure 3.2-i.

3.2.4 Concept Comparison

Some of the key configurational advantages of Figure 3.2-2 over

Figure 3.2-i are listed in the Concept Comparison Chart (Figure 3.2-4).

It should be noted that these comparisons only involve configurational

advantages. The other system type comparisons are made in other sections

of this report.

3. 2.5 Titan Ill C Adaptability

A brief study has been conducted to determine the feasibility of

mounting the selected spacecraft concept on a Titan IIIC launch vehicle

(Figure 3.2-5). The spacecraft is attached to the Titan interface by a

truss structure instead of the monocoque adaptor used previously.

Separation from the transtage will be similar to the apogee injection motor

separation of Figure 3.2-4 and will free the reflector petals at separation.
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The OAO shroud will house the spacecraft during launch. A

30-inch adapter section is provided to attach the OAO shroud to the Titan

Ill C interface.
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3.3 REFLECTOR

3.3. 1 Design Evolution and Alternate Approaches

In the course of the design studies and engineering development of

deployable antenna structures for the past several years at Fairchild Hiller,

certain basic facts have come to light. One of these facts is that to achieve

confidence in a deployable structural concept, repeated deployment tests

must be performed -- not only on a test model, but on the flight models as

well.

The Pegasus spacecraft provides a good example of the confidence

to be gained by extensive ground deployment testing. The Pegasus prototype

was deployed over 150 times, and each flight spacecraft was deployed 20

to 30 times. A television camera in the first flight Pegasus verified that

the deployment system's behavior in space was a precise duplicate of its

behavior on the wing deployment fixture. This result justifies the philosophy

that any system designed for deployment in space must have a high confidence

level established by extensive ground testing.

Previous Fairchild Hiller approaches toward the deployment of

large parabolic reflectors concerned themselves with three general classes

of structural concepts. A brief description of these concepts follows:

Conic Scissors Deplo_nent - A conic scissors parabolic antenna

consists of a number of equally spaced radial elements; each element is a

scissor link assembly whose geometry is chosen so that, when deployed,

the ends of the links define points on a parabolic curve. Figure 3.3-1 is a

photo of a three dimensional model of three elements of a conic scissors.

The curve is "filled in" between the points by curved members which are

hinged to permit folding with the scissors when in the stowed condition. The

reflecting surface is a flexible mesh or metalized mylar which is stretched

between the rigid scissor link members when the antenna is stowed.

I

I
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The surface of this deployed parabolic reflector will deviate from

that of a true parabolic reflector since the reflecting material will attempt

to stretch as straight line elements between the structural members. The

amount of deviation will vary as a function of F/D ratio and result in an

RMS error of the order of 0.2 inches for a reflector with an F/D of 0.5.

Since this error is exclusive of fabrication tolerances and thermal distor-

tions it is far removed from the permissible deviations for an X-Band antenna.

The conic scissors deployment system presents an attractive

method of antenna deployment where surface accuracy is not essential. Its

packaging requirements are such that a thirty-foot reflector can be

packaged in a five-foot diameter cylinder three feet in length. Additional

details and analyses based on previous Fairchild Hiller studies regarding

this deployment system are shown in Appendix 3A.

Inflatable System - Another method for deploying large structures

uses the inflatable, rigidizing systems (Figure 3.3-2). These systems are

attractive when the payload volume is limited, since they may be packaged

in small canisters. They suffer from the disadvantage that repeated

deployments are difficult if not impossible to simulate with the flight article;

furthermore, they are extremely sensitive to pressure changes caused by

thermal variations. As an example, an inflated antenna will deviate from

its true parabolic shape by 0. 1 inch for an inflation error as small as

0. 001 psi. Another high-risk area for the pure inflatable systems is micro-

meteoroid impact, since a puncture can cause the surface accuracy to

deteriorate. Additional detail based on previous Fairchild Hiller studies

regarding these systems is available in Appendix 3B.

Petal Systems - Fairchild Hiller studies have indicated that a

rigid petal approach will result in the most precise deployed reflecting

surface for the three erectable concepts considered.
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Figure 3.3-2 Inflatable Parabolic Antenna

I
I
I

I

I
I

I
I

I
I

I
I

I
I

3-36



!

I

I

I

I

I

I
I

I
I

I

I

I

I

I

A previous study of such a system using aluminum honeycomb is

detailed in Appendix 3C. In this system the parabolic reflector is "sliced

up" into a number of trapezoidal sections which are hinged to facilitate

stowage in the available shroud volume. The hinging arrangement and

number of petals is largely a function of the available volume.

For RMS surface accuracies of . 050 inch, it becomes apparent

that inflatable and scissors-type designs fall short of the accuracy require-

ments while the aluminum honeycomb petal design is too heavy and will

result in large solar torques. Consequently Fairchild Hiller Corporation

studied a rigid petal design which radically departs from the previous

concepts.

It is proposed to use a rigid petal system in which each petal

consists of a trussed frame which supports a formed "floating" reflector

mesh. Adjacent petals are locked to each other at the rim in a manner

permitting relative radial growth between petals caused by temperature

differences. The petal structural beams are wrapped in super-insulation to

minimize their temperature excursions and differences. The mesh is

required to "float" in its contoured shape since even relatively small

temperature excursions (of the order of 50 ° F) will cause deformations far

beyond permissible tolerances if the mesh is fixed relative to the supporting

substructure. (See Section 3.6.4).

The trussed frame is sized by the launch requirements and is

designed to meet the structural and dynamic specifications of the entire

mission profile. The design concepts presented in detail in subsequent

sections shows the petals supported during launch by the fixed central hub

of the reflector and, at the other extremity, by the feed mast structure or

experiment module.

The petals were investigated in the launch environment for their

3-37
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strength and frequency characteristics. In the orbit condition, the deployed

and locked petals were investigated for the axisymmetric and antisymmetric

frequency responses. The reflector mesh surface and locked petals were

investigated for thermal deflections.

Candidate materials for fabricating the antenna petals included

aluminum and beryllium. The high stiffness-to-weight ratio of beryllium

makes the material an attractive candidate. A comparison of beryllium with

aluminum indicates that beryllium structure exhibits greater stiffness for

equal strength capability. This performance margin was traded-off against

the high costs of the material and problems associated with its fabrication.

Since thinner material gages with adequate strength and stiffness margins

are feasible with an aluminum design, the high costs and technical risks

inherent in a beryllium design did not appear to be warranted for an experi-

mental program.

3.3.2 Petal HinGing Concepts

Three petal hinging concepts were studied for the parabolic

reflector in addition to the one discussed in Appendix 3C. They are

discussed in the following paragraphs.

Retentive Memory Concept (FiGure 3.3-3) - This approach utilizes

the "retentive memory" capability of elastic structures and "slices" the

paraboloid into a combination of rectangular and triangular petals which are

not only hinged at their roots but remain hinged to each other during deploy-

ment. During launch the petals are "flattened" and by the release of the

strain energy the system can be self deploying. This concept will depend

on the feasibility of achieving sufficient petal rigidity and strength to with-

stand the launch environment while at the same time permitting a sizeable

deformation without yielding of the material. An attractive advantage of

this concept, due to the "inter-petal" hinge system, is the elimination of an

3-38
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"inter-petal" lock. One problem associated with this concept is the

difficulty of a practical design solution to the requirement for thermal

isolation of the reflecting surface.

Non-Radial Petals (Figures 3.3-4 and 3.3-5) - This design

approach was studied and used in many of the spacecraft concepts discussed

in Section 3. I. One of its advantages lies in the simplicity of the hinge

design since itpermits a simple in-plane hinge. Its principal disadvantage

lies in the interference action of adjacent petals in the "near extended"

position which necessitates a large gap between petals.

Radial Petals - Skewed Axis - The petal hinging system used in

the reference concept utilizes radial trapezoidal petals. They are rotated

about a single, skewed hinge line from the stowed to the extended position.

The technique for development of this axis of rotation is given in Appendix

3D with photographs of a representative model of the hinging and deployment

motion shown in Figure 3.3-6. A skewed hinge design is shown in

Figure 3.3- 7.

3.3.3 Petal Structural Design

The petal structural design with an in-plane hinge design is shown

in Figure 3.3-8 and the skewed hinge design is shown on Figure 3.3-7. The

petal consists of a trussed-frame assembly made up of superinsulated

aluminum rectangular beams i x 3/4 x .022 inches. The diagonal and

cross members were assumed at one-half of the cross-sectional area of the

main members. The petals which support the solar panels were inereased

in stiffness to maintain the orbital natural frequency above I cps. They are

represented by main beams of 2-i/2 x 1 x 0. 032 inch cross sections. Four sets

of beams on each side of the reflector were assumed to be of this cross-section.

This petal structural configuration is chosen because of its signif-

icant weight, stiffness, strength, and thermal distortion advantages over

3-40
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Figure 3.  3 -5  Non-Radial Petals, Sheet Two 
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Figure 3. 3 - 6  Petal  Concept Parabolic Antenna 
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the substructure to deviate ± . 12 inches with the stand-off height adjustable

to achieve the final + . 060 installation tolerance. Additional inter-petal

adjustment can be provided at the petal locks, if required.

3.3.6 Reflectin_ Surface

Minimization of reflector weight and solar torques points to a mesh

or perforated metal reflecting surface. The FHC design incorporates a

segmented mesh where each segment covers a typical petal area bounded

by adjacent circumferential beams. This arrangement is shown in

Figure 3.3-10. The mesh is designed to float to preclude any thermally

induced distortions or stresses. This is accomplished by means of Delrin

grommets which are molded at discrete locations into the mesh periphery

and serve as attachment points to the petal substructure. The grommet

holes are slotted or oversize to allow the required thermal shrinkage.

(The thermal analysis in Section 3.6 indicates a negative temperature

excursion of the order of 300°F which is translated to a shrinkage of the

order of 0. 15 inches for an aluminum mesh segment 40 inches in length).

The mesh is attached to stand-offs which are bonded to the substructure.

The stand-offs serve a dual purpose since they also act as insulation

spacers.

The design of the attachment (Figure 3.3-10) is intended merely

to illustrate the concept and further design and test effort is required to

insure a reliable sliding joint that is capable of providing mesh restraint

during launch. Considerable thermal cycling and vibration testing of

promising attachment candidates will be required to prove out the final

design concept.

Another critical feature of the proposed mesh design is the

stability of a contoured shape when subjected to the launch environment.

Figure 3.3-11 shows the range of wire diameter and spacings that can be
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aluminum honeycomb sandwich petals which were examined in previous

studies (see Appendix 3C). The detail reflector weight breakdown of this

design is given in Table 3.3-I.

3.3.4 Deployment System

The hinging system shown in Figure 3.3-8 or 3.3-7 is attached to

the structural skeleton and mounted to a fixed ring on the stationary part of

the reflector. A torsion spring is provided to supply the deployment energy.

The petals are locked at the hinge in the down position by means of a spring

loaded ball-lock pin which is mechanically sequenced by panel rotation.

This is accomplished by actuator arm rotation which induces pin rotation to

uncage the balls. Each petal is provided with an adjustable stop which

insures the "extended conformity" of the petal system. A crank is

attached to the petal hinge which serves as the attachment point for

a pushrod.

The rods from each petal are tied to a centrally mounted wheel

which serves as the deployment synchronizer for the petal (Figure 3.3-9).

By means of a gear train which is coupled to a centrifugal governor, the

deployment rates can be retarded to a level which will insure a smooth-

locking action and preclude prohibitive inertia loads. It is also possible to

use an electric motor instead of a mechanical governor to control the

deployment velocity and at the same time serve as a redundant deployment

device. The latter type of system was used successfully on the Pegasus

deployment system.

3.3.5 Tolerance Considerations

Fairchild proposes the use of adjustable stand-offs for reflecting

surface attachment to permit some alleviation of the exacting tolerance

requirement on the skeleton substructure. It is proposed to maintain the

final reflecting surface accurate to within + . 060 inches while permitting

3-47



TABLE 3.3-i

Petals (32)

24 at 3.69 lb.

8 at 9.43 lb. =

Hinges and Springs

Mesh

Inter-Petal Lock

Down Lock

Rate Control System

Insulation

= 88.6 lb.

75.44 lb.

(32)

(32)

TOTAL:

REFLECTOR WEIGHT

Weight (Pounds)

164

35

25

15

15

15

5

274
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considered for X-Band operation. The present material choice is aluminum

with a mesh spacing of 0. 080 and wire diameter of 0. 010. Beryllium was

considered but tentatively discarded because of the development problems

associated with forming this material into a mesh; it appears attractive

because of its low density and low thermal coefficient of expansion when

compared with aluminum. Since the total mesh weight (for 80 mil spacing

and i0 mil wire diameter) is only 25 pounds the realized weight saving

would not be significant.

Additional contour stability can be provided to the mesh by brazing

or hard soldering at the joints. The application of a suitable polymer on

the mesh of sufficient mass to promote satisfactory bonded joints is another

way to obtain mesh rigidization. A polyamide such as DuPont PYRE-M-L

possesses good bonding qualities over a wide temperature range and is well

suited to the space environment.

A perforated metal reflector attached in the manner previously

deseribed is another possibility. A metal sheet drawn after it is perforated

and subsequently contoured, will be more rigid than a mesh; additional

each mil of aluminum for a 30 foot diameter reflector will weigh ii pounds

it appears that the reflecting surface weight will increase if a perforated

sheet refleeting surface is used.

3.3.7 Petal Locking System

In addition to the hinge lock discussed in Section 3.3.4 each petal

will be locked to its adjacent petal at the rim to insure ring continuity of the

deployed reflector. Two types of locks were studied for this purpose

(Figure 3.3-12 and 3.3-13). Both types will incorporate a capability per-

mitting relative radial growth between petals caused by petal temperature

differences.
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Referring to Figure 3.3-12, as each petal reaches the fully

deployed position, the adjacent petal rotates an actuating lever which

uncages a ball-lock pin. This action releases a spring loaded, conically

pointed plunger which engages a lug on the petal that serves as the lock

triggering device. A manual release handle is provided to permit simple

unlock action for repeated deployments.

The lock shown on Figure 3.3-13 incorporates additional capability

and is selected as the preferred approach. It permits relative vertical

displacement to exist (during deployment) at the tips of adjacent petals

while still assuring a reliable locking action and differential radial growth.

This is accomplished by the "ice tong" device which is triggered by the

movement of the over-center toggle due to plunger motion of an adjacent

petal. Once the lock is triggered, the tongs provide a spring-powered

locking action to pull the deflected petal into locked conformity. The

petals are unlocked by a simple rotation of the camrning sleeve.
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3.4 RE FLE CTOR FABRICATION

3.4. i Fabrication Considerations

The two candidate materials being considered for the construction

of the trussed-frame petal substructure are aluminum and beryllium. The

relatively light weight, ease of fabrication, and low material cost make

aluminum attractive. Beryllium offers an ideal material when thermal and

weight characteristics are prime considerations and cost is secondary.

This discussion treats the manufacturing approach required to produce an

acceptable product in accordance with aerospace fabrication practices.

Because beryllium structural members have not been produced in production

quantities and required sizes, material cost is excessive and fabrication

techniques are still not routine. For these reasons, Fairchild Hiller

recommends the use of aluminum to manufacture the truss frame sub-

structure. When made of aluminum, the petal frame can be assembled from

extruded rectangular tubing with gusset plates and clips adhesive bonded to

these members.

The reflective surfaces consist of a floating segmented aluminum

alloy wire mesh stiffened by the addition oI a Donamg agent to preciuu_

relative movement of longitudinal and transverse wires.

The balance of the deployable antenna assembly consists of con-

ventional design and materials.

3.4.2 Aluminum Substructure

The fabrication of the petal truss structure in aluminum tubing

can be accomplished utilizing well established tooling and forming techniques.

The three basic components are structural beams, gusset plates and angle

clips.

The structural truss beams of thin wall extruded rectangular

tubing will be stretch-wrapped on a Hufford stretch press to the desired
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Figure 3.4-2 Master Tool
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configuration. Because of the thin sections being considered, use of a

filler mandrel or a secondary sizing operation may be necessary to eliminate

wall deformation that may occur in the wrapping operation. Parts will be

checked for final contour and cut to precise size on female check and trim

blocks.

Gusset plates required at the intersection of the truss members

will be formed on contoured male form blocks in a hydraulic press.

Angle clips tying the truss members together will be formed on a

conventional box brake.

Final selection of the aluminum alloy material to be employed will

affect the detail processing of the aluminum components. Preliminary forming

trials during tool-proving of the stretch wrap dies will govern the material

condition during this operation. The use of aged material (T6 condition) is

preferable as the most economical approach, but if buckling or uneven

elongation due to nonuniform strain hardening occurs, the part will be formed

in the "W 'r or solution-treated condition followed by an artificial age treatment

to the T6 condition. The gusset plates will De Iormecl in the w concl_xon

followed by a finish form and artificial age treatment. Angle clips will be

brake-formed in the T6 condition to the minimum bend radius for the material

selected. All parts will be inspected to appropriate checking media to insure

that all faying surfaces are flush on assembly.

a thin adhesive bond line.

3.4.3

This is necessary to obtain

Wire Mesh Forming

The reflective surface of wire mesh will be stretched to shape over

a male die (Figure 3.4-1) coordinated to a master mockup. While the mesh

is still located on the die, a bonding agent will be sprayed on the mesh to

stiffen it.
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3.4.4 Sub-Assemblies

It is recommended that the fabrication of the antenna assembly be

accomplished by manufacturing several sub-assemblies to be joined in one

final assembly. The major sub-assemblies are:

• Petal truss structure, 32 pieces

• Rate control wheel, 1 piece

• Panel hinge, 32 pieces

• Panel lock, 32 pieces

• Hinge support, 1 piece

• Panel interlocks, 32 pieces

These sub-assemblies, together with the feed sub-assembly will

be assembled to complete the antenna.

3.4.5 Tooling

In order to ensure that the reflector antenna package functions

properly it is necessary to have a control of critical points in the assembly.

The critical points are the perimeter of the petal truss, the location of the

panel hinge, the undeployed panel lock, and the deployed panel interlocks.

To this end a master tool (Figure 3.4-2) can be fabricated to control the

petal sub-assembly as it is built and to act as a transfer fixture to the main

assembly fixture. The tool simulates the petal truss structure including

the panel hinge half, panel lock half, and panel interlocks. In addition it

contains the location of the wire mesh support grommets and two special

pick up holes to locate the petal sub-assembly in the main assembly

fixture.

An extension arm is employed to pick up a center hole in the hinge

support to ensure that all petals are located at the same exact angle. For
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the petal truss assembly,

suggested,

an assembly bonding fixture (Figure 3.4-3) is

which will:

• Locate and hold all frame truss members in correct relation

to each other.

• Locate and hold panel hinge half by picking up the hinge pin

hole.

• Locate and hold panel lock half by picking up plunger hole.

• Contain clamping provisions for the gusset plates and angle

clips.

• Contain provisions to locate and hold panel interlock halves.

• Contain provisions to locate the wire mesh support grommets.

• Contain provisions to drill two locating holes to be used to

locate the sub-assembly in the main assembly.

This tool would be coordinated to an alignment fixture (Figure 3.4-4).

The balance of the sub-assembly tools are conventional in design

and require no master control media.

For the major assembly a fixture, probably of rectangular welded

pipe construction, would be required. Radial contour plates locate the petal

assembly. The basic locating points to hold are:

• The center hole and lower surface of the hinge support plate.

All other locations will be relative to these.

• The lower surface and the two pickup holes of the petal

assembly.

• The periphery of the launch restraint truss.
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Figure 3.4-3 Assembly Bonding Fixture
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A vertical beam may be employed to support portions of the fixture

and also to mount a surface measuring instrument. The location of the petal

supports is established by mounting the petal master tool in the assembly

fixture, picking up the center hole in the hinge support plate, and employing

optical tooling to establish the correct attitude. An alternate method would

be to use the surface measuring instrument to locate the petal master.

3.4.6 Assembly Procedure

The petal truss frames may be assembled, in sequence, as

follow s:

1. Locate all components in fixture to assure good fit.

2. Remove from fixture.

3. Clean and etch.

4. Relocate in fixture.

5. Apply adhesive.

6. Clamp and bond.

7. Locate and bond mesh reflector supports.

8. Drill two master locating holes.

9. Remove from fixture.

Special attention is required to assure that all parts match perfectly

to obtain a thin bond line in order to obtain near thermal uniformity in

service.

The balance of the sub-assemblies are simple in nature and will be

handled in accordance with standard aerospace fabrication practices.

The final assembly will require a high degree of accuracy to ensure

perfect functioning of the deployment mechanism. In concept it is relatively
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simple, requiring only full utilization of the tooling and strict adherence to

quality standards of workmanship. The procedure is as follows:

I. Locate the hinge support plate by picking up the center hole

and banking the lower surface.

2. Locate the petal assemblies by picking up the two master

locating holes.

3. Drill and ream the attachment holes through the petal hinge

half and the hinge support plate.

4. Locate the launch restraint truss.

5. Locate the rate control wheel under the hinge support plate.

6. Install the rate control push rods.

7. Actuate the 32 petals to functionally cheek out the mechanism.

Attach insulation.

8. Remove petals and locate in holding fixture. Install the wire

mesh reflector and insulation.

9. Relocate petals in assembly fixture.

I0. Using the surface measuring instrument mounted on the over-

head cross beam, scan the surface of the reflector panels.

Adjust the standoff grommets to attain the desired contour.

Remove the surface measuring instrument.

3.4.7 Measurement of Surface Deviations

The measurement of the surface deviation of the paraboloid presents

some problems not encountered with ordinary large dishes. These problems

are traced to the fragile, easily distorted reflecting surface and to the testing

proposed. The unusual requirements placed on the measuring facility are:
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• It must be non-contacting.

• It must possess the ability to work through the window of an

environmental chamber.

• It must possess the ability to measure small vibrations of

the reflecting surface, at high frequencies, without damaging

or influencing the surface.

To fulfillthese requirements it is suggested that a microwave

interferometer be placed on the end of a boom, in place of the usual eon-

tacting member.

A sketch of the concept is shown in Figure 3.4-5. The main

elements of the facility are: {i) the boom, which supports the microwave

interferometer; {2} the interferometer (part of which is on the end of the

boom, and the remainder on the floor); {3} the mechanism and precision

scale for shortening or lengthening the boom and for measuring the differ-

ences in length; and (4) the shaft encoders on the axes of rotation of the boom,

to measure the coordinates of the point being investigated.

A brief description of each of the principal components of the

equipment for measuring surface deviations follows:

• The boom is sturdy and i0 feet long. One end terminates in

a two-axis gimbal at the focal point of the dish and is free

to rotate about two orthogonal axes through the focal point.

The other end supports the microwave interferometer on an

adjustable mechanism.

• The adjustable mechanism positions the microwave interfero-

meter with respect to the point on the reflecting surface which

is being measured. A precision scale is attached to the boom

and a vernier pointer is attached to the interferometer. The
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movement of the interferometer with respect to the boom is

read off the scale (with respect to an arbitrary reference

point).

• The end of the boom at the focal point is attached to a two-axis

gimbal, which allows rotation about two axes. The axes are

orthogonal to one another and to the axis of the reflector.

Thus, the boom can be positioned to examine any point on the

surface of the reflector.

• The microwave interferometer, a commercial instrument

(Weinschel Engineering Non-Contacting Displaeem ent and

Vibration Meter, Model 1802), is supported by the adjustable

mechanism. Its sole purpose is to locate the far end of the

boom a known precise distance from the point on the reflector

which is under investigation. The instrument accomplishes

this with a precision of better than 0. 0001 inch - better than

needed. In operation, the interferometer transmits a 35 GHz

signal and detects changes in phase of the reflected signal due

to relative movement of the surface with respect to the inter-

ferometer. The interferometer antenna has an elliptically-

contoured surface which focuses the radiation on a spot about

0.2 inch in diameter at a distance of about 12 inches in front

of it. The ellipsoid antenna is used for both transmission and

reception, with the signals being separated by circulators and

hybrids. Part of the transmitted signal is fed into a phase

detector as a reference, while the reflected signal constitutes

the other input to the phase detector. Phase differences are

indicated on either a meter, a recorder, or a scope.

The use of the microwave interferometer as a sensor has the

advantages of:
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• Precision

• No contact

• Ability to work through the window of a temperature or

vacuum chamber

• Ability to indicate the electrical position of the surface, which,

in some cases, could differ from the mechanical position

• Ability to measure vibrations of the reflecting surface at

frequencies up to 20 KHz without influencing the surface.

In use the procedure for measuring the error of a point on the

surface would be as follows. The boom is positioned so that the vertex is

being examined. The ellipsoidal antenna is positioned about a foot from the

vertex point. The phase shifter inside the interferometer is adjusted to

give a null. The pointer position is read off the precision scale, for refer-

ence.

The boom is then rotated to the point on the reflecting surface

being examined. The ellipsoidal antenna is now moved, by means of the

screw, until the interferometer again indicates the null {being careful not to

change the setting of the internal phase shifter). The pointer position and the

boom angles are recorded.

The difference in pointer positions is then compared to the proper

(theoretical) value, to arrive at the surface error. A complete circular

segment of the reflector can be measured, by rotating the boom about the

axis of the reflector.

A brief discussion of the accuracy of the technique follows. The

errors, beginning at the reflector surface and working toward the focus, are

tabulated below.
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Description of Error
and its Sources

Magnitude
of

Error

(in. x 10 -3) Comments

Distance from surface to

ellipsoidal antenna

±0. I Gives distance from effective

reflector location, at the

angle of incidence of operation

Error in precision scale

and pointer

+0. i

Error in mechanical

precision of two-axis

gimbal

+3.0 Largest single source of
error

Error due to imprecision

in angular position of beam

+i.0 Requires high resolution
shaft encoders

Temperature change s +i.0 Temperature of the beam will
be monitored and a correction

for its thermal expansion

applied

The total inaccuracy of the surface measuring facility should not

exceed + 6.0 mils. This value is considered acceptable.
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3.5 STRUCTURAL AND DYNAMIC ANALYSES

3.5.1 Analytical Methods and Approach

The structural analysis of the ATS-4 integrated spacecraft, like

any complex structure, is essentially an iterative process. Based on func-

tional and strength criteria, a preliminary structural configuration is chosen.

Once a configuration has been selected, it can be idealized into an analytical

model by judiciously lumping the masses of its components at discrete loca-

tions, the lumped masses being connected by springs representing the com-

ponent stiffnesses. The response of this so-called lumped mass-spring

model can be studied by conventional analytical techniques. In this manner

the adequacy of the preliminary configuration can be checked and the structure

optimized by a repetition of the process.

The preliminary analysis was conducted by uncoupling the space-

craft into components consisting of a feed mast, reflector, spacecraft

module and adapter. For preliminary analysis purposes the criteria

employed were the natural frequency and strength in the launch condition

and only the natural frequency in the orbital environment.

_-_11,.(;::_ It" Lilt:: _,aU. _.L.LJI.AZ.LJ.ZO.a._ _L,a. m.*..,.._,,,,.._ _ ...... _ ............

the components are coupled to obtain a lumped mass-spring model, whose

dynamic response is evaluated. Using this approach, the final reference

concept was evaluated in the launch and orbital conditions as an integrated

spacecraft. The dynamic response analysis consists of the determination

of natural frequencies, mode shapes and magnification factors. These

parameters are then employed to investigate the strength of the structure,

resulting in margins of safety for the various components.

Basic Energy Analysis - The internal load solution of a complex structure

subjected to steady state or dynamic forces is programmed for a 7090

digital computer. The solution uses the minimum energy-force method in

matrix format. The program is in such form that changes in the applied

loads and structural stiffness can be accomplished rapidly, with
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proper modeling, changing boundary conditions can be incorporated

without having to remodel. This is accomplished by the flexibility

matrix in which boundary points or other areas can be relaxed or

infinitely stiffened to alter the load distribution.

Utilizing Castigliano's theorems and principles of super-

position yields the general solution:

I

I
I

511 Xl + 612 X2 + "'" +61nXn = -6 10 I
..................... (I) g

6nl X 1 + 6n2 X 2 + ... + 6 X = -6 nO

nn n I

where: 5ij =/ Si Sj0l dx

(2a)

I

I

I
S. S. dx

and .....1 j
={MiEIMJ dx + Pi EAPJdx I

+

T. T. dx qi q_ A }
i _ + (2b)

GJ Gt

I

I

where M, P, T, and q are internal forces.

I

I

I
5ij = 511 or 512 , etc.
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Equation (1) in matrix form becomes:

ix]: [0o]
which by inversion yields:

ix] : [0_]-:[0o]
Also, in matrix form, equations (1) and (2)

lead to:

and

[Oo]

[s_]'[o][s_]

[s_]'[o][So]

where D ] is a diagonal matrix of

dx , dx etc.
El AE

The final internal forces are obtained from

equations (3) and (4) as follows:

is]
is]
[So]
[s_]
ix]

[So]- [_i]ix]
= true internal load system

= assumed internal load system

= redundant system internal loads

= redundant correction factors

(la)

(3)

(4a)

(4b)

(5)

I
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With the above program the [S] matrix may represent n number of

unit load conditions [Su]. The unit load conditions represent unit mass
&. J

points properly allocated on the analytical model. This unit load may be

a concentrated load or of some distribution. These unit loads may repre-

sent the loading through the structure in the axial, lateral, pitch• and yaw

directions. The influence of the structure due to these unit loads in their

respective directions are derived in matrix form by:
I

5inf ] =

With the unit solution matrix

[Su][o] ,0,
IS u ] and the influence coefficient matrix

Sinf] the internal loads and deflections of the modeled structure are

obtained by multiplying these matrices by design factors [fm ] as obtained

from steady state, dynamic transmissibilities, or other criteria. The

factor [FD] is n times dead weight. If [Su ] iS considered the unit
solution, the design internaI loads are.

[so]
The design deflection at each unit point and in the direction of the unit

point load is:

[0o]>] ,8,
The above program lends itself to a thermal load analysis with proper

preparation of the analytical model. The thermal loads can be determined

by replacing the assumed internal loading IS O ] of equation (4b)by

[_ A T| The final internal loads will be obtained

L J

by:
J
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Frequencies and Mode Shapes - The natural frequencies and normalized

mode shapes of the analytical model are obtained from:

; [°d[o]t l (1o>
[ ] [_]-_where 5in f = input from energy analysis.

Sinusoidal Vibration - From an evaluation of the natural frequencies and

mode shapes, a forced sinusoidal vibration analysis is accomplished

for any number of frequencies. The structural damping of the analytical

model can be varied for each mass point. The peak transmissibilities

for each mass point are obtained from:

I {_/:l_r+_I °
[ri]-_2[_inf]rm]+ i[g]] -1 x

l [c_J+_t_l]{,')
I

(11)

I Isddl
where: [6 inf] -

[g] -

| [mi-

D I_d-

I [Su]

2 2 IV T r + T i (12)

[_u][_] I,_,l (_)
from energy analysis

structural damping (variable}

mass

coupling

internal design loads due to
dynamic vibration

- unit solution from energy analysis
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Anal._rtical Modeling - The analytical method previously discussed lends

itself to a multi-lumped mass solution of the structure in any configuration.

In the launch configuration, the stowed petals are secured to the

base hub and to the feed mast structure at the upper end. The model

should represent the stiffness of the feed mast structure and its

associated mass as well as the spacecraft structure, adapter section

and, if possible, the influence of the booster structure.

The number of unit mass load points are determined by careful

study of the petals, feed mast, spacecraft, and adapter section. The

petals are stacked in groups, thereby minimizing the number of mass

points required to represent their influence.

The choice of the unit mass point locations representing the

structural weight as a unit solution is carefully chosen to represent the

total energy of the structure and determine the proper critical load areas.

These same mass point locations should apply to the lateral, axial, and

torsional frequencies, transmissibilities, internal loads and static load

conditions.

The structural model of the deployed antenna (orbit condition}

for the determination of the natural frequencies in the symmetric, anti-

symmetric, and torsional directions will be different from the model

for the launch condition. The choice of the unit mass point locations

will be made so as to include all the energy in the structure. Each point

may represent a two-or-three dimensional coupling (eg, Z forces due

to Y direction inputs, etc. }.
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3.5.2 Preliminary Analysis

Feed Mast - The evolution of configurational concepts, described

in Sections 3.1 and 3.2, shows different types of feed mast structures. In

all the concepts but one (scissor concept reflector), the feed mast structure

is used to support the reflector petals in the launch configuration.

Five feed mast structures were investigated; square truss, single

tube, four tube, quadruped and tripod. A final comparison is made in

Table 3.5-1, showing the optimum type of feed mast structure for a common

350 pound tip weight and a 12 foot length. The comparison is made on the

basis of weights and frequencies.

For the feed mast configurations studied, the feed mast tip weight

includes the dead weight structure acting at this point, the associated

electronics and the force due to petal reactions. The parametric curves

developed for each configuration consider the tip weight subjected to a

magnification factor of 20.0. Structural weights under any other magnifica-

tion factor may be obtained by ratioing the feed mast tip weight relative to

the assumed magnification.

The strength criteria used in deriving the member sizes for all the

configurations is based on 2024 aluminum with an ultimate tensile strength

of 60, 000 psi. Configurations primarily in bending considered a bending

modulus factor of 1.25.

• Truss Configuration - Figures 3.5-I and 3.5-2 show the results

of a rectangular truss feed mast study. The mast lengths varied from 12 to

14 feet with tip weights up to 800 pounds. Figure 3.5-1 gives the required

truss section area for any given tip weight and length, and in turn the total

truss weight. Figure 3.5-2 shows the natural frequency of the structure

for a given tip weight and length with the associated truss moment of inertia.

This configuration, although adequate structurally, presented feed blockage

problem s.
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• Single Tube Configuration - Figure 3.5-3 evaluates a single

tube configuration. The figure illustrates the feed mast weight required for

a tip weight while subjected to a 10, 20 or 30 g input. This configuration

proved inefficient and presented feed design problems.

• Four Tube Configurations - Figures 3.5-4 and 3.5-5 show the

study of a four tube feed support mast. This configuration conforms to

concept SK513-14 in which it is used to support the petals in launch as a

cantilevered beam but is deployed in orbit. Figure 3.5-4 shows the feed

mast unit weight for any tip weight, length and various tube diameters.

Figure 3.5-5 shows the frequency for a given length and tube diameter. It

also evaluates the total feed mast weight for any tip weight when subjected

to 10, 20 or 30 g. This configuration resulted in high feed mast weights

and, since the feed mast deployment concept was dropped, this system was

not further explored.

• Quadruped and Tripod Configurations - The quadruped is

basically a long column truss structure composed of four sets of triangular

members or a total of eight individual members. The tripod is identical

except it contains only six individual members.

Figures 3.5-6 and 3.5-8 illustrate the two configurations of the

feed mast structure. The two configurations are evaluated for tube diameter

and wall thickness, lateral natural frequency, and structure weight, as a

function of tip load and feed mast length. These parameters are plotted

in Figures 3.5-6 through 3.5-9.

The structural sizes, diameter and wall thickness, are predicated on

an allowable stress of 60, 000 psi with 2024 aluminum material. The con-

figuration is assumed to be a single degree of freedom system with a damping

factor of . 05 yielding a transmissibility factor of 20.0. The lateral natural

frequency is obtained by determining the influence coefficient (5, in/lb) of
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1
the tip mass. The spring constant k is -_- and the lateral natural frequency

1 t-"TT--.

is obtained from f - _ _-%-
n 2- I m

For a given tube size, the tripod is more efficient in tip load capa-

bility and lateral natural frequency (stiffness), while the quadruped possesses

a 50% stiffness advantage in torsional loading..

Figure 3.5-6 can be used to select the tube size and thickness for

the quadruped support for a given feed mast length and tip load. This is

accomplished by entering the curves with the feed mast length and tip load

and determining the required moment of inertia. Corresponding to the

required moment of inertia, the inset in Figure 3.5-6 is used to obtain a

tube size and wall thickness. Once a tube size and wall thickness is obtained,

the mast weight per inch can be readily determined from the diagram.

The lateral natural frequency of the quadruped support structure

can be obtained from Figure 3.5-7. This is accomplished by using the

information obtained from Figure 3.5-6. The cross sectional area of the

tube required for a given tip load and feed mast length (from Figure 3.5-6)

is used along with tip weight to determine the lateral natural frequency from

Figure 3.5-7. Figures 3.5-8 and 3.5-9 are similar representations of the

tripod configuration.

As an example of the use of the curves, consider a quadruped

support structure with a length of 144 inches and tip load of 350 lb. From

Figure 3.5-6 the required moment of inertia is seen to be 1.8 in 4 (for each

tube). Entering the inset of Figure 3.5-6 with the moment in inertia of
4

1.8 in , it is seen that several combinations satisfy the inertia requirement.

As an example, if a 4 inch diameter tube is selected, the wall thickness is

found to be 0. 076 inch. Using this wall thickness and tube size, the feed

mast weight is determined to be 0.76 lb/in (from Figure 3.5-6). To

determine the lateral natural frequency, enter the inset of Figure 3.5-7 with

I
I

I
I

I
I

I
I

I
I

I

I
I
I
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the feed mast length (144 inches) and the cross sectional area of one tube

(this can be determined from the insert in Figure 3.5-6 and for a 4-inch

diameter tube of wall thickness of 0. 076 inch is found to be 0.95 square

L 3
inches) to obtain the parameter --_-. With the proper tip weight (350 lbs)

L 3
and the appropriate value of the parameter -_ ( = 3.1 x 106), the natural

frequency obtained from Figure 3.5-7 is 12.7 cps.

• Comparison of Results - Table 3.5-1 compares the same design

point of each configuration. Although the 6-inch tube diameter will cause

prohibitive feed blockage it is still a valid basis for configuration comparison.

Reflec;tor - The large aperture reflector, as dictated by the

performance and weight requirements of the mission, necessitated a careful

study of various deployment configurations and structural materials.

In considering weight and surface accuracy as the primary design

criteria, the launch condition will basically dictate the required structure and

its weight; the effect of the orbit thermal environment on the deployed

structure will influence the surface deviations. A given structural configura-

tion, then, must satisfy the launch environment for strength and the orbit

1

sandwich petals and trussed frame petals. For an equal section modulus,

the sandwich structure is heavier, and when subjected to a dynamic environ-

ment will produce higher loads.

• Launch Condition - Stowed Antenna - The basic petal frame

used for analysis is shown in Figure 3.5-10. There are 32 petals which,

when deployed, form the parabolic antenna. In the stowed position, each

petal is supported at the base hub hinge and at the top by the feed mast

structure. With the assumption that the feed mast structure and hub structure

is relatively stiff when compared to the petal, each petal may be evaluated

as a simply supported beam.

I
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Previous discussion indicated that the basic design loads are

usually dictated by the lateral sinusoidal vibration. This has been true for

similar structural systems in the past. Using this eriterion, the petal with

its mass distribution will undergo amplifications when vibrated at its natural

frequency. The magnitude of these amplifications is a function of the struc-

ture's damping characteristics. Since the process of determining the

amplifications requires the iteration of the system's mass and frequency,

(see Analytical Methods - Section 3.5. i) some simplifying assumptions,

based on experience, are made to arrive at design loads. The classical

transmissibility equation for a structure of single degree of freedom,

vibrating at its natural frequency with a structural damping factor of 0.05,

yields a transmissibility factor of 20.

Complex structures of this type have produced transmissibility

factor values of 30 in components of maximum flexibility. With these

considerations, the limit loading shown in Figure 3.5-10 is assumed as the

design loading on the petals.

With this assumed loading, the cross section and material chosen

for this structure must be efficient in terms of stress, weight, and stiffness.

The structural characteristics are investigated flatwise and edgewise since

the petals are not consistently oriented to the reference axis.

Four basic sections are investigated, each being either a reetangular

tube or an I beam of the same section properties.

The properties and weights of the members considered are shown

in Table 3.5-2.

Knowing the section properties and dead weight loading, the stresses

are determined by classical equation: f = m____c
I " Since the petals are individual-

ly supported as simple beams, the natural frequencies are determined by the

standard solution expressed by fn --If EI The results of the above
mL 4
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TABLE 3.5-1 COMPARISON OF FEED MAST CONFIGURATIONS

(Tip Weight = 350 Lbs, Length = 144 Inches)

I

I

I

I

Configuration

Truss

One Tube

Four Tubes

Quadruped

Tripod

Figure

3.5-1

3.5-3

3.5-4

3.5-6

3.5-8

Tub e

Diameter

In.

Mast

Weight
Lbs.

6.0

6.0

6.0

6.0

20.0

157.0

138.0

32.0

29.0

Mast

Frequency

Cps.

3.6

5.6

2.9

6.5

7.1

I

I
I

I

I
I

I

I

TABLE 3.5-2

Section Material
2024

I or [3 Aluminum

• 75 x .75 x .022

All members

1.0 x 1.0 x .028

All members

1.25 x .75 x .032

Chords & Diag.

1/2 area

1.00 x .75 x .025

Chords & Diag.

1/2 area

REFLECTOR PETAL COMPONENTS CHARACTERISTICS

Area

2
Sides

.1280

.2178

.2480

I(in4)

Flat-
wise

.0114

.0342

• 0534

.0271

I(in4)

Flat-
wise

14.0

24.0

27.0

2O

Dead Weight

Loading
(ib / in3

.0256

.0436

.0370

.0261

Petal

Weight
(ibs)

3.44

5.85

5.00

3.50.175

Total

Weight
(Ibs)

110.0

187.0

160.0

115.0

I

I
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equations for the stresses and natural frequencies of the chosen members

are shown in Table 3.5-3.

An evaluation of Tables 3.5-2 and 3.5-3 reveals the 1.0 x . 75 x . 025

inch section to be of adequate strength and frequency for the first approxi-

mation in the coupled system analysis.

Spacecraft, Injection Motor and Adapter - The feed mast and

reflector study discussed above were treated as individual structural com-

ponents. In order to evaluate the spacecraft, injection motor and adapter

sections, the influence of the feed mast and reflector must be considered in

determining the required structural stiffness for the launch environment.

From Section 3.2, concepts SK513-17 and -18 are used in deter-

mining the stiffness requirements of the spacecraft, injection motor and

adapter. These structures are evaluated in terms of required moments of

inertia for an average 46-inch diameter structure. The forces acting on

this area will be the mass of the feed mast and reflector, and the assigned

masses of the substructure. These forces will be subjected to a magnifica-

tion factor of 20.0 for the internal bending moments.

An initial investigation, considering pure monocoque structure,

resulted in thin skins and low allowable buckling stresses. A skin-stringer

structure was then investigated by considering . 025 skins and 16 stringers.

The stringer area was sized for the bending moments and the skin for shear.

Figure 3.5-11 shows the model for the two configurations. It

presents the mass, locations, and the moments of inertia used in the coupled

spacecraft multimass dynamic analysis. (Also see Figure 3.5-12.)

Coupled Spacecraft - Launch and Orbit - From the above studies of

the feed mast, reflector, spacecraft and adapter, the preliminary structural

sizes derived are used for the integrated spacecraft's first multimass model

analysis. The analytical methods used were described in Section 3.5.1.
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TABLE 3.5-3 REFLECTOR COMPONENTS STRESS

AND NATURAL FREQUENCY

I

I
I
I

I
|

I
I

Section

lot []

Material

2024

Aluminum

.75 x .75 x .022

All members

1.0x 1.0x.028

All members

Flatwis e

I

Stress (psi)

55,500

42,000

fn (cps)

3.6

4.8

6.5

Stress (psi),

3650

2620

19501.25 x .75 x .032

Chords & Diag.

1/2 area

28,500

Edgewise

fn (cps)

127.0

126.0

147.0

1.0 x .75 x .025

Chords & Diag.

1/2 area

33, 600 5.5 II970 I_O

I

I

1
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• Launch Configuration - From Section 3.2, the concept evaluation

resolved into two promising configurations shown in Figures 3.2-1 and 3.2-2.

Figure 3.2-1 utilizes the split module concept where the petals are hinged

from the spacecraft module. The experiment package of 200 pounds is

located at the feed point. Figure 3.2-2 has panels that fold away from the

spacecraft leaving the spacecraft module near the focal point. This configura-

tion has less weight acting on the feed mast structure when subjected to the

launch vibrational environment.

Figure 3.5-12 shows the two configurations and the equivalent

analytical model. Figure 3.2-2 is referred to as configuration "A" and

3.2-1 as configuration "B". The model utilizes 17 mass points for which

the magnification factors are calculated. The solution of both configurations

is accomplished in a single computer run by varying the masses and stiff-

nesses.

The petal size used in this analysis is i. 0 x .75 x .025 inch, 2024

aluminum as determined in the preliminary reflector analysis. The 32

petals are stacked into four structural sets, each consisting of eight petals.

The lateral sinusol(lal Inpu_ Will _ll_;t _wu _ ±L_ _±_ .............. b ........

sets in edge wise bending.

The feed mast weight and stiffness data is derived from the para-

metric study of the tripod. Configuration "A" considers a tip mass of I00

pounds and configuration "B" a tip mass of 350 pounds for determining the

feed mast weight and stiffnesses. This resulted in feed mast tube sizes of

3.0-inch O. D., by . 038-inch wall thickness and 3.0-inch O.D. by a . 175-inch

wall thickness with respective weights of 26.0 and 120.0 pounds.

The spacecraft module, injection motor, and adapter section stiff-

ness data is obtained from Figure 3.5-11.
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In determining the 17 unit loadings, representing the mass points,

84 element sections were used in defining the internal forces. These forces

define only the bending moment energy of the integrated spacecraft structure.

The unit load representing the lateral vibration of the system was applied

horizontally at each mass point. The weight of the structure associated

with each mass point is given in Figure 3.5-i2.

The forced lateral vibration response analysis using the 7090 digital

computer is presented in Table 3.5-4 for both configurations. Shown are

values of natural frequencies and magnification factors for the petals and

feed mast structure.

For configuration "A", data for the first seven modes of vibration are

shown. The petal magnification factors for the first four modes shown are

for flexure about the weak axis (flatwise bending); the values for the fifth,

sixth, and seventh mode are for flexure about the strong axis (edgewise

Recalling that the petal is considerably stronger for edgewise

the larger magnification factors for the flatwise bending case are

bending).

bending,

A ._imilar situation exists for configuration "B" with the difference

that edgewise bending is predominant for the i11tn moae _ a_1,=_ _,, .......

seventh as was the case in configuration "A".

For the feed mast structure, the critical magnification in both

configurations occurs when the petals are in edgewise bending. From the

data presented for configuration "A '_, this critical value for the feed mast

structure occurs in the seventh mode; for configuration "B '_, the critical

magnification occurs in the fifth mode.

The strength evaluation based on the computed magnification

factors are shown in Table 3.5-5. This is done by comparing the allowable

moments of the structure with the computed dynamic moments. The com-

parison shows the preliminary petal size inadequate for the imposed dynamic

i 3-97

!



I

U
Z

O'

I

E

<

r- r-.

_,-., _-- -,-,
3-98 0

Z

I

I



z_._

b

x-_

3-99

I

I



I

moment. The feed mast structure for configuration "A" also is seen to be

somewhat smaller than required.

The results of this analysis did not point to any clear cut structural

advantage of configuration "A" over "B _r (except for feed mast weight).

However, it should be noted that the mass model did not include the solar

panels; the inclusion of their masses would have significantly increased the

feed mast amplification (and weights) for configuration "B 'r. It should be

noted that the dynamic analysis of these two configurations are intended to

evaluate the effects of the feed mast-petal interaction in the launch configura-

tion. The relationship of limit, ultimate loading and margins of safety is

not considered here. The study of these results are reflected in the modified

configuration 'rA" which is fully covered in Section 3.5.3.

• Orbit Configuration - As for the launch configuration, a lumped-

mass analytical model has been constructed to represent the actual structure

in the deployed condition. This analysis is limited to a frequency and dynamie

response investigation with and without solar panel masses. The stiffnesses

associated with the petal masses are based on the sizes chosen for the launch

condition. This analysis assumes the petal system clamped to a rigid inner

ring and yields a first approximation of the orbital natural frequency.

Figure 3.5-13 shows the analytical model, as deployed, with 8

idealized petals circumferentially locked at the outer edge and mid point.

The analysis uses the petals as bending members and the effective ring as

an axial member. The unit loads representing the 18 mass points for this

model yield axisymmetric deflections.

Three separate analyses have been accomplished for this configura-

tion. These are described below, with the corresponding results shown in

Table 3.5-6.

I
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Case I: This is the basic antenna with no solar panels.

Case II: In this case two 50-pound solar panels are attached

to the antenna. The stiffness of the structure is the

same as for Case I.

Case III: Two 50-pound solar panels are attached to the antenna

as in Case II. The stiffness of the petals supporting

the solar panels was increased by a factor of 20. This

was done to effectively give the supporting petals the

same flexibility as the others.

The results obtained for the above cases show that the fundamental

frequency of the antenna is reduced from 1.05 cps to 0.3 cps by the attach-

ment of the solar panel masses. By increasing the stiffness of the supporting

petals, the frequency becomes identical to the case without tip masses.

!

i
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3.5.3 Integrated Spacecraft - Launch Configuration

The preliminary analysis of the two configurations discussed in

the previous section necessitated a modification to permit the structure to

sustain a I. 5 g level input for the limit condition. A structural damping fac-

tor of 5 percent was used previously while for the modified configuration it

was decided to use a more realistic I0 percent.

The preferred configuration "A" (Figure 3.2-2) is modified by an

additional support at the upper portion of the spacecraft module. This support

combined with the increased damping factor reduced the internal dynamic

loads, and insured the adequacy of the structure used in the preliminary analysis.

In addition, the structural model was updated and refined to include the solar

panels.

Analytical Model - Figure 3.5-14 shows the preferred concept

equivalent analytical model. The petals are stacked in four orthogonal sets

of eight. The model is similar to the preliminary models but includes the

solar panels and petal intermediate restraints. Figure 3.5-15 gives the stiff-

ness data of the components and the effect of the petal restraint system.

An analysis was required in both lateral directions since the stack-

ed petal had different stiffness characteristics in each direction due to the

increased stiffness of the petals which support the solar panels. The stiff-

ness data for the feed mast, spacecraft module, injection motor and adapter

is similar to that used in configuration "A" of the preliminary analysis.

Figure 3.5-16 shows the locations of the chosen 23 lumped mass points that

define the dynamics of the structure. It also gives the weight assigned to each

point and their sums which represent the launch configuration weights. The

results are obtained by using the energy solution due to the two redundancies.

The results include natural frequency, and mode shape and the dynamic res-

ponse.
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Computer Results - The computer was utilized in obtaining the

frequencies, normalized mode shapes, magnification factors, and internal

bending moments for the first fifteen (15) natural frequencies in both the yy

and xx direction. Minimum margins of safety for both yeild and ultimate con-

ditions, were calculated.

Figures 3.5-17 and 3.5-18 represent pictorially the first four

significant frequencies and normalized mode shapes in the yy and xx directions.

The solar panel beam modes are the same in both directions since the same

stiffness was used. The results show an independent mode for this beam below

the fundamental frequency of the petals. It is felt that this frequency can

easily be increased by additional stiffness in the solar panels without affecting

the basic system natural frequency of 7.27 cps in the xx direction. The

fundamental natural frequency of the structure in the yy direction is 12.83 cps.

This difference is due to the increased stiffness of the flatwise petals in the yy

direction.

Tables 3.5-7 and 3.5-8 give the magnification factors and frequencies

at the most significant mass points. The 12.83 cps frequency in the yy direction

produced the highest magnification factors for both the petals and feed mast.

This frequency produced the highest internal loads in the feed mast structure

and the stiffer petals supporting the solar panels. In the xx direction, the

tenth mode (36.67 cps) gave the highest magnification values on the flatwise

petals. A closer study reveals that these magnifications are not in phase,

thus do not produce the maximum internal loads. The fifth mode (14.80 cps)

reflected in the largest magnification of the feed mast tip but did not give in-

ternal loads higher then the 12.83 cps frequency in the yy direction.

The lowest fundamental frequency of the entire structure in the

launch condition is 7.27 cps in the xx direction. The magnification factors at

this frequency are lower in value but are in phase and do give the highest internal

loads on the less stiff flatwise petals.
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The limit and ultimate margins of safety based on the above fre-

quency and magnification factor study is presented in Table 3.5-9. The

material allowable strength is based on 2024T-3 aluminum tubing with ultimate

and yield values of 64, 000 psi and 42,000 psi respectively. The lowest margin

of safety of a petal is 1.30 inyield which occurs at 7.27 cps in the xx direction.

This reflects a stress level of 18, 300 psi which is below the value of the

commonly accepted precision elastic limit.

The feed mast structure requires a 0.07 inch wall thickness (3.0

inch O. D. x . 038 inch wall originally assumed) to adequately sustain the

loading produced by forcing loads in the yy direction at 12.83 cps. This

amounts to an additional weight of 20 pounds to the feed mast structure and

will not influence the dynamics of the structure to any exten£.

!
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3.5.4 Integrated Spacecraft - Orbit Configuration

The preliminary orbital frequency analysis of Section 3.5.2 con-

sidered the reflector attached to a rigid feed mast-spacecraft structure which

led to a vertex supported, free vibration analysis. In the analysis discussed

below, the feedmast and spacecraft are coupled to the reflector and a free-

free vibration and mode analysis is presented.

Analytical Model - Figure 3.5-19 protrays the analytical model

and gives the locations of the 23 lumped mass points and their associated

weights. Two degrees of freedom, a vertical and a lateral displacement,

are considered for each point. The 32 petals are idealized into sets of 4,

reducing the model to 8 petal members. The vertical and lateral bending

stiffness of these members is used in determining the response by using

stiffness properties identical to those used in the modified launch configura-

tion.

The inter-petal locks that form the effective rings were not con-

sidered in this analysis. A preliminary analysis indicated that for the lowest

antisymmetric mode the presence of the ring locks does not change the

frequency significantly. This leaves the petals to be analyzed as individual

cantilevered beams.

In determining the free-free frequency of an orbiting structure by

the method of structural influence coefficients, a boundary point is required

for the unit loads. The technique used provided a boundary for the structure

by utilizing a spring constant which was well below that of the complete

structure. The first mode of this system is the frequency of the boundary

spring with the remaining structure acting as a rigid body. The second

frequency is the free-free mode of the structure, well uncoupled from the

boundary spring and should yield a system whose total energy is zero.

I 3-115



O

P_

I
I

I
I

I
Figure 3.5-19 Analytical Model - Orbit Configuration

Geometry, Mass and Mass Location

3-116



I

I

I
I

I

I
I

I
I

I
I

I
I

I
I

This technique is applied in this analysis by providing a vertical,

horizontal, and torsional spring at the vehicles center of gravity (mass

point location 22). If the resultant frequency is equal to that of the chosen

spring, no coupling between structure and spring is indicated. If it is

lower than the chosen spring, coupling is apparent. However when the

calculated frequency is higher, the flexible structure acts as a free-free

body uncoupled from the chosen spring.

The vertical, lateral and torsional springs chosen for this analysis

have a frequency of .05 cps. This value is one twentieth of the natural

frequency of the clamped reflector as obtained from the preliminary analysis

(1.0 cps).

Computer Results - The results of 28 frequencies and their res-

pective mode shapes were obtained by computer. The frequencies ranged

from . 05 cps to 80.31 cps. The first 12 are shown pictorially on Figures 3.5-2_

thru 3.5-22. Of these, the first three shown are the rigid body motions of

the spacecraft reacted by the .05 cps springs. The fourth, at 1. 044 cps, is

the first free-free frequency of the spacecraft. This is an axisymmetric

mode where petals 1, 2, 4 and 5 with the feed mast are deflected upward

while the solar panel support petals are deflected downward. To validate

this free-free system, the algabraic sum of the products of the mass times

the modal displacements was checked and found equal to zero. The most

pronounced antisymmetric frequency occurred at 1.34 cps. Figure 3.5-22a

shows the second order modes in the 5.6 cps range compared to the previous

first order modes in the 1.0 cps range. Added to this figure are the first

two frequencies where the above discussed boundary springs were made

infinitely stiff. This produced a frequency of 1.0 cps indicating a wide

frequency separation between the feed mast and reflector, a not unexpected

result.
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3.5.5 Orbit Maneuvering

The response of the orbiting spacecraft to the correcting maneuvers

in orbit is considered in this section. These correcting maneuvers are

brought about by the reactions of thruster jets on the spacecraft. The res-

ponse of the spacecraft is a function of the time history of the thruster reac-

tions and of course the inertial properties of the spacecraft itself.

The time history of the orbital maneuvers is relatively complex and

of a random nature. It can be assumed however that the constant thruster

jet reactions are suddenly applied and similarly removed, i.e. zero rise and

fall time. Then there is a step function of an unknown duration. Additionally,

repeated correcting maneuvers, some of which may be in opposing directions,

cannot be altogether ruled out. These repeated maneuvers may be applied at

arbitrary intervals and may be of arbitrary duration. Thus, the exciting

forces consist of a series of rectangular pulses of constant mangitude but

arbitrary duration and interval, with the further stipulation that the direction

of the force pulse in any interval can be opposite to the direction in the pre-

ceding pulse.

The present analysis of the effect of the orbital maneuvers is

based on the following reasoning: If a transient force is applied to the sturc-

ture, the subsequent motion will be free vibrations which will decrease

gradually in amplitude due to the damping present in the system. Usually

the maximum displacement of the structure will occur during the time of

application of the force or in the first cycle of the free vibration after

removal of the force. It is known that the maximum dynamic magnification

factor will be 2 for any finite transient pulse in the case of zero damping.

With damping, the maximum response is dependent on the ratio of the pulse

duration to the natural period and approaches static conditions for long

duration pulses in highly damped systems. For long duration pulses

(duration greater than approximately 2.5 times the natural period) and low
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damping, the dynamic magnification is only slightly higher than unity,

giving essentially static conditions.

With the above reasoning and the unknown nature of the duration

and interval of the transient excitations, the first approximation is to

assume a single transient rectangular pulse (with zero rise and fall time)

of a duration which is large compared to the natural period of the space-

craft. In accordance with the statements in the preceding paragraph, this

forcing function will evoke a response only slightly different than the static;

however on sudden removal of the forcing function (zero fall time), the

spacecraft will go into damped free vibrations. The decay characteristics

of these free vibrations will determine the time in which the amplitude of

the free vibrations has become small enough to preclude an amplitude build -

up should another pulse be applied.

Since the interval between the rectangular pulses is arbitrary and

the force direction reversible, a second assumption would be to ignore the

interval between the rectang_alar pulses and to take all the rectangular pulses

of the same duration. Conservatively, this may be represented by a rect-

angular periodic wave form. The response of the spacecraft is dependent

upon the frequency of the forcing function. The most conservative assumption

for the period of the forcing function is to take it equal to the natural period

of the spacecraft. Obviously, the spacecraft will go into resonance under

these and stresses for this situation can be readily obtained. It must be

emphasized that the assumptions employed in this case - periodic forcing

function and resonant conditions - are all extremely conservative and the

probability of their being realized is very small.

What follows is the analysis of the spacecraft for the two cases

delineated above.

Response to a Finite Transient Pulse - For a long duration transient

pulse, it has been established that the response evoked will be essentially

I
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static. The application of a thruster reaction to the spacecraft will disturb

the equilibrium; since the orbiting spacecraft is moving without constraints,

it will undergo translation and/or rotation as a rigid body. Then, the mass

and inertial properties of the deployed spacecraft will bring equilibrating

forces into play. The nature of these equilibrating forces will be dependent

on the type of disturbing force. Pure translational disturbing forces (applied

at the mass center) will cause equilibrating inertial forces in any element

proportional to its mass; the constant of proportionality in this case is the

rigid body acceleration of the mass center. Similarly rotational disturbing

forces will evoke equilibrating forces on any element proportional to its

mass moment of inertia with the constant of proportionality being the rigid

body rotational acceleration of the mass center.

The rigid body translational and rotational equilibrating forces have

been employed to determine the deformations which the petals will undergo

to resist them. Two values have been computed; one is for the petals which

support the solar panel mass and the other for the petals which have no

such attachment. For the case where the solar panel mass is taken into

account, it has been assumed that 3 petals resist the solar panel mass effect.

Results of this investigation are presented in Figures 3.5-23 and 3.5-24.

Figure 3.5-23 pertains to a roll correcting maneuver, with a thrust

of 0.03 ib assumed acting in the z-direction, 30 inches from the x-axis.

Transferring this force to the mass center of the spacecraft results in trans-

lational and rotational equilibrating forces which in turn cause the petal

deflections. The smaller deformation obtained for the petals with the solar

panel mass is a direct reflection of the assumption that 3 petals contribute

to resisting the solar panel mass.

The results of the analysis for a yaw correction maneuver are

presented in Figure 3.5-24. The maneuvering force of 0.03 Ib imposes a

moment about the thrust (x) axis. In so far as the petal deformations are
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concerned the translational effect of the maneuvering force can be ignored

in this case.

As stated earlier, when the maneuvering forces are suddenly re-

moved, the spacecraft will go into damped free vibrations. To determine

the time required to reduce the amplitude of the free vibrations to a negligible

value, a fir_t assumption would be to assume the harmonic response of the

spacecraft to be approximated by a viscously damped linear oscillator.

Under such conditions, the ratio between two consecutive amplitudes is

obtained from

Xn+l = e = constant
X

or L°gn (Xn+l) =TvX

which is usally referred to as the logarithmic decrement. The parameter

1' is the structural damping factor.

For finite values of 1" , the ratio of consecutive amplitudes will

approach but never become zero. For practical purposes, it will be assumed

that the residual amplitude has become neglibible when it assumes a value

of 0.05 times the initial amplitude. To determine the number of cycles

(N) required to get a residual amplitude of 0.05 times the initial, it is noted

that since the ratio between two consecutive amplitudes is a constant, the

ratio between the final and initial amplitudes is e- where N is the

number of cycles. Symbolically this becomes

X final = e

X initial

using X final = 0.05
X initial

we get Log n

N =

.05 / =

Log n . 05

--VN
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To determine the time corresponding to N cycles, it is only

necessary to note that the natural period of vibration T (time for 1 cycle) is

the reciprocal of the natural frequency, f . Then the time required for N

cycles is

N = 0. 9536T =
f vf

Using this relationship, the time required to reduce the final

amplitude to 0.05 times the initial amplitude has been computed for several

values of the structural damping factor. These values are tabulated in

Table 3.5-I0.

Response to Periodic Wave Form - As discussed earlier, a con-

servative assumption for determination of orbital deformations and stresses

is to assume a periodic wave form for the forcing function, with a forcing

frequency equal to the natural frequency of the spacecraft. The spacecraft

will go into resonance under such an extreme assumption. However it

should be noted that this is the most critical situation that can ever occur

and the possibility of its occurance is extremely remote.

Approximating the response by a viscously damped linear oscillator

subjected to a sinusoidal forcing function, the maximum magnification factor

will be the reciprocal of the structural damping coefficient. Since this

analysis relates to deflections and stresses under conditions which will occur

infrequently, a relatively low damping coefficient of 0. 001 was assumed.

With these assumptions the results presented in Table 3.5-31 were obtained.
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TABLE 3.5-10 RESPONSE TO FINITE TRANSIENT PULSE

Structural Damping

Factor

O. 001

Cycles to Reduce

Amplitude to . 05

of Initial Value

954

Time to reduce amplitude to

.05 initial (seconds)

f = 1.5 cps

636

f = 1.0 cps

954

f = 0.5 cps

1908

0.005 191 127 191 382

0.01 95 64 95 191

0.05 19 13 19 38

0.10 9.5 6.3 9.5 19

I
I
I

I

I

TABLE 3.5-11 RESPONSE TO PERIODIC WAVE FORM

I

I

Periodic Roll

Maneuver

Periodic Yaw

Maneuver

Max. Deflection

Max. Stress

Max. Deflection
m

Max. Stress

Petals with

Solar Panel

O. 180 in.

510 psi.

O. 0011 in.

Negligible

Petals without

Solar panel

0. 258 in.

305 psi.

0.0005 in.

Negligible

I
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3.6 THERMAL/STRUCTURAL ANALYSIS

3.6.1 Thermal Requirements and Approach

Performance criteria relative to distortion of the parabolic

reflector can be met only by elimination of large temperature excursions

and the corresponding thermal gradients. Design goals may be achieved

by careful choice of thermal control coatings, super-insulation techniques,

and the minimization of shadowing.

Thermal Coatings -- Thermal coatings may be selected so as

to minimize the temperature gradients which will occur during a given

orbit. Neglecting for the moment earth radiation, it may be verified that

for a sun-facing surface the heating flux entering a surface is proportional

to the ratio of absorptivity to emissivity (s/f). Thus the temperature and

temperature gradient may be minimized for low _/f ratios. However,

for a body transferring heat solely by radiation, the thermal time constant

is inversely proportional to its surface emissivity so that minimization of

c is often desirable in the case of a member which is periodically shadowed.

From the fact that low emissivity coatings yield large temperature variations

and time constants and low _/c coatings give small temperature variation

and time constants, a compromise is indicated.

In the case of the parabolic structure, a large time constant is

of prime importance. Emissivities in the order of 0.03 are state-of-the-

art, however, the lowest _ corresponding to this value is about 0.15 and
.15

it follows the ratio . 0----_= 5.0 is high. It is not possible to obtain a

coating with both a low emissivity and a low _/f. Silicone monoxide

or S-13 white paint are two examples of thermal coatings giving _/f's

of 0.3. Table 3.6-1 lists three thermal coatings with properties of interest

to this study.

I
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TABLE 3.6-1 SURFACE COATING PROPERTIES

Surface Coating a _ a/_

Silicone Monoxide 0.3 0.9 0. 333

S-13 White Paint 0.3 0.9 0. 333

Vapor Deposited Aluminum 0.15 0.03

TABLE 3.6-2 SURFACE COATING COMPARISON

Surface coating

Silicone monoxide

Max Sink

Temp

Min Sink

Temp

Petal

Beam Thermal

Time Constant

Insulated Petal

Beam Thermal

Time Constant

-3°F -320°F 0. 33 hr. 29.52 hr.

MTL-3 -3°F -320°F 0.33 hr. 29.52 hr.

Vapor Deposited 440°F -320°F 1.6 hr. 4.82 hr.

Aluminum
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A comparison between the various thermal coatings may be made

by using the properties given in Table 3.6-1 to compute the quantities

given in Table 3.6-2. By way of further comparison, the effect of tempera-

ture variation during a maximum earth shadow time of 1.2 hours was con-

sidered. Results show that for a low emissivity the maximum temperature

is decreased by approximately 400°F and the low a/_ coated surface de-

creases by about 300°F.

Super Insulation Blankets -- It was also shown that regardless of

the coating choice temperature gradients could exist across the petal beams

which would lead to large structural deflections. Therefore, it was necessary

to consider other means for controlling the orbital temperature variations

and gradients. Super-insulation blankets were chosen for this task. The

blankets provide high resistance to heat flow and reduce temperature varia-

tions and gradients; thermal time constants are substantially increased as

may be seen in Table 3.6-2. The superinsulation selected is composed of

ten sheets of aluminized mylar 0. 00025 inch thick sandwiched between an

inner mylar support card and an outer face sheet. Similar blankets have

been successfully used on the Pegasus spacecraft and are also being designed

for the Nimubs D control subsystem.

The overall effective emissivity of the insulation is a function of

the number of joints, penetration and discontinuities in a given enclosure

design. To account for the main discontinuities, the effective emissivity

was adjusted to a value of 0.03; the theoretically possible value is 0. 001.

Based on the above considerations a superinsulated petal beam

design using a low a / _ coating best minimizes the temperature variation

and gradients.
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Thermal Time Constant - - Thermal time constants discussed

in this report are defined as:

C
T =

Where C is the thermal capacitance,

radiation equation. Thus

q = g ff -(T 4 - T 4) _
S

and _7 _ is the coefficient in the linearized

where

T and T

q = _ _(T - T s)

= cr(T 2 + T 2)(T + T )
S S

are defined as the body temperature and the effective sink temper-

ature respectively. It may be noted that the "time constant" is a function

of the body temperature and the effective sink temperature. Since the sink

temperature and, therefore, body temperature changes with orbit position,

the time constant will very with orbit position. However, an effective time

constant may be defined which does not change with orbit position. It is

based on the maximum and minimum temperatures determined by using

the optical properties of a body surface. This effective time constant was

used to study the thermal effect of variable heat flux inputs during various

orbits.

A synchronous equatorial orbit has a period of about 24 hours,

and bodies with effective time constants of this order will have small temp-

erature deviations during a given orbit. When the temperature variation

is small, mean orbital fluxes may be used to calculate the mean orbital

temperature of the body.
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3.6.2 Design Orbit

The design orbit is defined as the orbit which results in the largest

changes from the mean orbital temperatures. These deviations were assumed

to occur during the orbit containing the longest shadow period which for a

synchronous equatorial orbit occurs during the vernal and the autumnal

equinox. During this time the antenna spends the longest period in the

earth's shadow, and consequently this orbit is used for the thermal analysis.

(Figure 3.6-1 )

At synchronous altitudes (19, 320 nautical miles) the terrestial and

reflected solar radiations are 2.16 and 1.55 percent of their respective near

earth values and represent only 0.32 and 0.63 percent of the solar flux, res-

pectively. The values used for the thermal analysis are:
2

Solar Radiation 442.4 B/hr. ft.

2
Reflected Solar Radiation 2.79 B/hr. ft.

2
Earth Emission 1.42 B/hr. ft.
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3.6.3 Petal Thermal Analysis

Based on the conclusions reached in Section 3.6.1 the petal beams

will be superinsulated, and the insulation will be coated with a low a/_

coating. This construction for the petals leads to a thermal time constant

of 29.52 hours, which permits the incident heating fluxes to be averaged over

the orbital period and insures low temperature response during shadow periods.

Furthermore, since the thermal resistance offered by the superinsulation is

very large compared to that offered by the beam, the temperature differentials

are carried across the blankets and not the beam.

The M.O.T. (mean orbital temperature ) was determined by idealiz-

ing each petal into one radial beam with the same dimensions as an actual

radial beam (I x 3/4 x 0.022). This idealized beam was divided into three

nodes each of which was assumed straight and at a constant angle to the

antenna centerline. Figure 3.6-2 shows this idealization. Figure 3.6-3 shows

the position of one set of nodes in relation to the design orbit and sun.

Shadow Analysis - An antenna shadow analysis was required before

the mean orbital temperatures could be determined. Four shadowing condi-

tions were considered in the analysis: (I) feed module shadowing, (2) wire

mesh shadowing, (3) antenna hub shadowing, and (4) earth shadowing. These

shadow conditions were analyzed using the reference design given in Figure

3.2-2 and the design orbit in Figure 3.6-1.

Descriptive geometry methods were used for the feed module shadow-

ing analysis. For each five degrees of anomaly a layout was constructed of

the antenna showing the size and position of the feed shadow on the antenna.

This set of drawings was converted into curves showing the shadowing for

each node. Figure 3.6-4 shows the beam shadowing as a function of anomaly

for an idealized beam with a position angle, #, equal to zero. The position

angle is defined as the angle between the projection of the sun vector and
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the projection of the beam on the spacecraft x-y plane. The set of nodes

shown in Figure 3.6-4 are taken with 0 = 0 °.

The wire mesh to be used for the antenna was assumed to have a

diameter of 0. 010 inch and spacing of 0. 080 inch on center. A mesh of this

type has a variable blockage depending upon the angle at which sunlight

passes through it. An expression for the percent of sunlight passing through

the mesh may be derived by considering Figure 3.6-5. The area inside the

dotted lines need only be considered since the mesh is symmetrical about

this area. The total normal area viewed by the sun at angle _ is given by

A = S 2 sin
n

and the normal area of the wire viewed by the sun is given by:

A = Sd sin _ + Sd = Sd ( sin _ + 1)
W

Therefore, the percent sun passing through the mesh with the sun at

angle to the mesh is given by

% Sun = 100

= i00

(Total Normal Area - Wire Area)

Total Normal Area

i - d (sin _ + I))'S sin

This solution is for simple angles about the Y axis, but it may easily be

extended to compound angles. The normal area is thus written as

An = S2 sin } sin a

and

A = Sd (Sin } + Sin a)
W

where a is the angle about the X axis. This leads to:

% Sun = 100
d (sin _ + sin _)_

S sin _ sin a )
3-138
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In order to find the percent sunlight passed through the mesh during

periods of mesh blockage, it was necessary to determine the angles _ and

a for these conditions of anomaly. Descriptive geometry was used to find

these angles for every five degrees of anomaly. Since mesh shadowing and

antenna hub shadowing occur at approximately the same position this descrip-

tive geometry analysis also pointed out the shadowing due to the antenna hub.

A set of curves was then plotted for the mesh and antenna hub shadowing for

each beam node. Figure 3.6-6 shows the effect of mesh and antenna hub

shadowing on the beam for _} = 0 °, node 3 and ¢ (slope of beam) = 34 ° .

Earth shadowing is quite simply determined from geometry. Based

on an orbit of 19, 320 nautical miles the antenna enters the earth's shadow at

81.5 ° anomaly and reappears at 98.5 ° anomaly for the design orbit.

Mean Orbital Flux and Temperature - With the shadowing deter-

mined the mean orbital flux was then calculated. In order to make this

calculation, two general equations were developed, which described the

normal fluxes to the top and bottom, and the two sides. Figure 3.6-7

depicts the coordinate system used to describe the position of any beam in

relation to the sun vector. This model assumes the sun to be rotating about

the y-axis, instead of the sun being stationary and the beam rotating. The

sun vector, therefore, is written in the following manner

S = - S _o[(cos ot) i + (sin wt) k]

S_, = scalar flux of the sun

= angular velocity, 15 degrees/hour

t = time, hours

The unit vector to the top of the beam is

n T = (sin 0 cos 0) i+ (sin 4, sin 0 ) j + (cos 0) k

and the unit vector to the side of the beam is

n S (sin 0 ) i - (cos 0) j
3-140
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Taking the dot product of the sun vector and the unit vector then gives

equations for the sun normal to the top and side. Normal sun to the top is

__% ..-% ._

S T = S • n_x = - S_ [sin 4*cos 0 cos _t + cos 4_ sin wt]

and normal sun to the side is

....% .._

S =S • n
S S

= - So0 [sin 8 cos .t]

Note that the equation for the unit vector to the top also describes the unit

vector to the bottom except for a sign difference. Recognizing this fact the

equation then describes the flux to both the top and bottom and indicates the

difference by a sign change. This fact is also true for the flux to the sides.

Integrating these equations for the flux to the top and bottom, and the

sides over 2r gives a total flux to any node which when divided by 2,r results

in the mean orbital flux,

2 T

ST ] M.O.F. =-S_/[sin 4'c°s 0c°s2_r wt+ cos 4,sin _.t] d.,t

O

and 2 _

s] S°/oS M.O.F. 21r [sin 8 coswt] d _ t

These two equations do not consider the losses due to shadowing. During a

shadow period the sun does not become blocked instataneously, but the shadow

line moves across any structure at some measurable rate. This phenomenon

is depicted in Figure 3.6-4, which shows the shadowing for one radial beam.

The node boundaries are indicated by dotted lines enabling one to draw

curves showing the percent sun on a node during shadowing. An example of

this is given in Figure 3.6-8 which was obtained from Figure 3.6-4. With

this the shadowing is given in terms of percent sun striking a node at any

time -- it is assumed that the earth shadowing is instaneous. The M. O. F.

(mean orbital flux) for the top with shadowing accounted for may now be
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written as

ST] M.O.F.

b

= #_:S°°L2 7 _'T_ d wt - [Sa_ - Sav g]S (S T

d

[S_- Savg]_ c (__) d_t - etc.

where Savg is the average sun flux seen by the node over the integral period.

It is defined as

d_t

Savg = F Sc_

where F is the average percent of sun light striking the node over the integral

period.

s_]

The M. O. F. equation may then be written

:• .'a \--=-gZ_!
dw;t - etc.

or

] _-Soy IS ° S(___) d_t - [i - Fir a d._t- etc.
ST M.O.F. 27r

k-s=/

Similarly the M. O. F. equation for the sides may be written

2,r___ b

SS] M.O.F. = _tjo-S°°_ [" t_7_')/SS' d_t- [1 - F]f..a (S_._) d.t _ etc. I

Using the shadowing written in terms of F, the above M. O.F. equations were

solved for each node. These M.O.F. is then were used to calculate the M. O. T.

for each node.

The nodes along each beam were assumed to be thermally isolated

from each other, thus the simple heat radiation equation

4 (s)2At ,_Ts _ a +A Ar + EAr

I
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where T = Temperature

E = emissivity

= Stefan - Boltzmann constant

a = Absorptivity

S = Solar radiation

A = reflected solar radiation

E = earth radiation

A r = Area

was used. Section 3.6.2 points out that the reflected solar and earth radia-

tion is only 0.95% of the solar radiation, thus they were disregarded because

of their negligible affect on the M. O.F. The fluxes are given for the top and

bottom, and the sides i.e. STJ M.O.F. and SS] M.O.F. each of which

strikes a different area, therefore, the heat radiation equation for each node

is written

( ) i )2 _ At + AS aTM. o.T. = a A S S S +A t S_

or

T 4 = a I AS Ss _- A T ST1M.O.T. 2 _ A T + A S A T + A S

where A s = area of a beam side

A t = area of a beam top or bottom

T
M. O.T. = mean orbital temperature

With the fluxes calculated, the above equation may be solved for the M.O.T. 's.

The node temperature difference along any beam was no more than 6°F which

justifies the assumption that each beam is at the average temperature of its

three nodes. For the design orbit the mean orbital temperatures are symme-

trical about the X and Y coordinates, therefore, only nine beam temperatures

needed to be calculated. These temperatures are given in Figure 3.6-9.

In order to determine the excursions from these mean orbital tem-
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peratures, a transient analysis is required for many positions around the

orbit. The analysis, during this study, was simplified by calculating the

temperature drop of a beam during the earth's shadow period assuming the

beam enters the shadow at its maximum temperature of -3°F. This maximum

temperature is the sink temperature of a beam receiving normal solar and

earth flux when coated with S-13 white paint. Conversely, the minimum sink

temperature, -317°F, is based on a normal earth flux only. The usual

equation f_)rthis is

- Tc = exp - @/T

- T c

T

T I

where @

T

T c

T I

= Time

= temperature at time, @

= minimum temperature

= Temperature at @ = O

Taking T c = -317°F (minimum possible temperature) the above equation gives

a temperature drop of 12°F. This result is conservative since no beam can

enter the shadow at the maximum temperature of -3°F, and, therefore, the

actual drop is smaller then 12°F. In addition, the shadow study showed that

the earth's shadow period is the longest shadow period of any orbit consequently,

12°F represents the largest excursion one can expect from the M. O. T.

Temperature Gradients - Earlier it was stated that temperature

differentials will be carried across the insulation and not the beams. In order

to determine the value of the gradient across the beam a simple calculation

was made for the worst case. This worst case occurs when the sun is normal

to the top or bottom surface of the 1 x 3/4 x 0. 022 inch insulated beams shown

in Figure 3.6-10. Actually this condition occurs only twice during each orbit

and for a very short time.

The maximum possible temperature gradient across the insulation

was determined by a steady-state analysis. The sunlit surface of the insula-
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tion was assumed to be at the highest possible temperature, -3°F, and the

surface of the beam at the lowest possible temperature, -317°F (both based

on the surface coating S-13). With the effective emissivity for the insulation

taken as 0.03 the heat radiated through the insulation was calculated for a one

foot length of the beam, using

q = F_ F A A r

where F E --

F A =

A r =

T 2 =

T 1 =

a T 2 - a TI)

effective emissivity

view factor

radiation area

insulation surface temperature

beam surface temperature

Solving this equation for the above case gives a value of 13.8 x I0 -2 BTU/hr/

ft, which must be re-radiated back to space for a steady - state condition.

With the conservative assumption that all this heat is conducted along both sides

of the beam before it is re-radiated back to space, the following calculation

was made. The standard heat conduction equation is rearranged for the tem-

perature gradient necessary to conduct this heat across the beam:

AT =

q __

L =

K =

A =
C

where

qL

_K A h

heat conducted along each side

path length

thermal conductivity

cross-sectional area

The AT required to conduct the radiated heat across an aluminum beam was

calculated to be 0.05°F.

Leakage Considerations - The beam temperature gradient can be

significantly affected by leakage through joints, penetrations and discontinuities

in the superinsulation. The affect of this leakage is normally determined

I
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through thermal testing, but in some instances it is possible to estimate the

leakage by analytical methods. The one type of leakage which can be analy-

ized for this design is that due to the mesh support standoffs. These stand-

offs are attached directly to the aluminum beam through small holes in the

superinsulation, and thus, are a direct path for heat flow either in or out.

( See Figure 3.6-11 (a)).

Consider the case when the sun strikes directly on top of the stand-

offs, which is the case for the maximum heat input to the beam through the

standoffs. The thermal model assumed the standoffs to be a cylinder, 1/4

inch in diameter and i/2 inch high, and the sides are assumed insulated so

that all the heat, passing through the standoffs, reaches the beam. (See Fig-

ure 3.6-ii (b)). In order to determine the heat flow through the standoff a

heat balance equation was written

=SA r = A r E _ T 4 +

T =

T B =

where the top surface temperature of the standoff.

the assumed constant temperature of the beam.

If T B is taken to be at the coldest M.O.T. of any beam (T B = -149°F) T

becomes -145.3°F and this gives a leakage of 0. 0161 BTU/hr per 1 foot

length of beam. This leakage has only a small affect on the temperature

gradient across the insulated beam. In fact, adding this to the heat input used

in the gradient calculation only raises the gradient from 0.05°F to 0. 0558°F.

Temperature Differences - A temperature difference between the

radial and circumferencial beams exists during different positions in the orbit.

These differences can cause distortions in the petals which must be evaluated.

Attachment of the radial and circumferencial bea_s will be accomplished in

a manner to minimize resistance to heat transfer by conduction.

The maximum temperature difference between the radial and circum-

ferencial beams occurs when the sun strikes the circumferencial beam at a normal
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angle. The sun's position relative to the beams is assumed as shown in

Figure 3.8-12. Note that the radial and circumferencial beams are assumed

to be at 90 ° to each other; this is not quite the case but is a conservative

assumption. Assuming that half of the total heat input to the insulated cir-

cumferencial beam is conducted to each radial beam, the temperature

difference necessary to do this may be computed. Using the standard equation

for heat transfer by radiation the maximum heat input to the circumferencial

beam was calculated to be 0. 612 BTU/hr. Half of this is conducted to each

radial beam and the temperature difference necessary to do this is i0.7°F.

This temperature difference is conservative except for the assumed perfect

conduction of the attachment between the radial and circurnferencial beams.

Mesh Temperatures - The wire mesh used as the antenna reflector

has a very small time constant enabling it to reach the maximum and minimum

temperatures based on its optical properties. It is anticipated that the mesh

will be coated with a silicone monoxide film giving the op+ical properties

listed in Table i Section 3.6. i. These optical properties have been shown

to offer the minimum temperature excursions for this application, and result

in a maximum and minimum temperature of -3°F and -317°F respectively.

These temperatures may change slightly depending upon the relative position

of each section of the wire mesh to the earth and sun, but it is not expected

to be of any significance in terms of mesh expansion and contraction.
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3.6.4 Thermoelastic Analysis of Reflector

In this section a thermoelastic analysis of the parabolic reflector

is presented. Included is an analysis of the deformations and stresses in-

duced by the thermal environment encountered by the reflector during its

flight in space.

Analytical Model - The reflector is made up of petals in the form

of sectors. The petals themselves are composed of radial and circumferen-

tial members. Subsequent to deployment, the petals are locked to each

other at their free ends to form the parabolic reflector. The thermal

deformations of this three dimensional structure under a non-uniform

thermal environment are of a complex nature. For purposes of this analysis,

each individual petal has been assumed to consist of a radial member clamped

at its inner end to the hub and attached to a circular segment at the outer

end. The extremities of the circular segments at the outer end are connected

to each other, forming an effective ring. Corresponding to the reference

design with 32 petals, we thus have 32 sectors, each sector having a radial

member and a segment of the ring.

Under a uniform temperature, the reflector will expand or contract

in such a manner that its original shape is retained. However, with a non-

uniform temperature distribution the original shape will not be retained and

self-equilibrating thermal forces will come into play. In the general case

each sector of the reflector will have a different temperature distribution,

the temperature in the radial member in any sector itself being different

from that in the circumferential segment, as shown in Figure 3.6- 13. Here

T R and T D represent the temperatures of the ring segment and radial mem-

bers respectively (assumed constant over their respective lengths) with the

indices denoting the sector under consideration.

The internal forces introduced in the above described structure
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by a non-uniform thermal environment will consist of two types, the inter-

action forces and the continuity forces. The forces between the

radial and circumferential members of any one sector are the interaction

forces. Continuity forces are the forces introduced by virtue of the connec-

tions between the sectors at the extremities of the ring segments. It should

be noted that the interaction and continuity forces are inter-related because

of the redundancy of the structure.

The nature of the internal continuity forces depends to a large

extent on the type of locking mechanism between the sectors. The most

severe case, from the point of view of analytic complexity as well as

deformation integrity, would be when the connections are rigid and can

transmit moment, shear and axial forces. Quite obviously, the elimination

of some, if not all, internal forces would reduce the magnitude of the

thermal deformations. This can be accomplished by the proper selection

of the locking mechanism.

Based on the above considerations, it was decided to provide a

locking device which will permit freedom of radial movement between adja-

cent petals. The locking device has been designed with a pin which will

permit one segment of the ring to slide radially, unhindered by adjacent

petals. With the radial freedom of movement provided at the locks, it

follows that no radial continuity forces can develop. Additionally, the lock

acts like a hinge precluding the possibility of moment transfer. The pin

connection can transmit transverse shear. Thus, the only continuity forces

that can come into play are the circumferential forces and transverse shear.

In the present analysis, the effect of the transverse shear continuity has

been ignored since the relative deflections between petals are small.

With only circumferential forces being transmitted by ring con-

tinuity, equilibrium requirements dictate that there be only a radial inter-

action force between the radial member and the ring segment in any sector.
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In the general case where each sector or petal is at a different temperature,

this interaction force will be different in each sector. There will be 32

such interaction forces.

Deformation Analysis - The analytical model of the reflector for

the general case of non-uniform thermal environment leads to 32 unknown

interaction forces. This is predicated on the provision of radial freedom of

movement at the connections between petals and by ignoring the transverse

shear redundants.

To simplify the analysis, it has been assumed that the interaction

forces are equal in each sector. This is equivalent to using an average

interaction force or what is the same thing, determining the interaction

force from an average or mean temperature distribution. The value of the

interaction force is determined from the average temperature by determining

the radial displacement of the radial member and ring segment acting

independently, and then finding the force required to make the relative

radial displacement vanish.

A thin circular ring of radius R when subjected to a uniform

temperature will experience a radial displacement A R given by

where

A R = (_TRR

(_ -- coefficient of thermal expansion

R = radius of ring

T R = uniform temperature of ring.

be the constant temperature in an elemental length As.

For the ring with non-uniform termperature distribution, let TR.
1

Then the mean

_TRi AS

temperature is

TR=

noting that

AS=2TR
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the average radial displacement becomes

TRi AS
A R =aR 2_R

a AS _ TR i (1)AR - 2 _"

A similar expression can be derived for the average radial displacement of

the radial members. This is

where TD.
1

!

A D = a AS _ (2a)
2 lr TD i

is the constant temperature in the i-th member.

In addition to different temperatures on the radial members,

temperature gradient T' D
l

given by

consider a

over the depth of the i-th radial member. This is

TDi = AT___ii
d

where A T. = difference in temperature between the top and bottom of the
1

i-th radial member.

d = depth of radial member.

Due to the temperature gradient T'D, a curved bar as shown in Fugure 3.6-14

will experience a radial movement given approximately by

T, DR hA=o _-

Proceeding as before, the average radial displacement due to the gradient is

A D = aAS _ TDi 12b)
2T

!
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The total radial displacement of the radial members is obtained by adding I
B

2a, 2b and is

2_" _ TDi TDi h2 12)

The unknown interaction force is obtained from the displacement compatibility

condition which is:

X R 2

A D+X$11 = A R AEAS (3)

I

2
XR

where X = average interaction force

511 = radial deformation of end of radial member due to a unit radial

load (see Figure 3.6-15)

A = cross sectional area of ring

E -- modulus of elasticity of ring material

= radial deformation of ring due to the interaction force
AEA s

X

Solving (3) for the unknown X, aA_._S TRi - TDi - T Di
2r

R 2

11 AE_S

Using the average interaction force X, the expressions for vertical and

horizontal displacements of the tip of any radial member are:

' R 2
AVi = X512 + a TR .h+a TDi ----

i 2
(5)

(4)

' h

AHi =X$11 +a TRiR+aTDiR _- (6)

Noting that the middle term in each of these expressions is due to the steady

state temperatures causing no out of plane deformations, we can eliminate

them to obtain the final expressions:

= ' R 2
AVi X612 +a TDi _ (7)

2

' h
+ a T R -- (8)=X51AH i 1 D i 2
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Once the vertical and horizontal components of the displacement of a point

are known, the out of plane deviation can be obtained by locating the dis-

placed point (vectorial sum of Eqs. 7, 8) and taking the component of

deformation normal to the original surface.

Results of Deformation Analysis - A mean orbital temperature map

for the reflector has been included in the thermal study (Figure 3.6-9). While

the mean orbital thermal map indicates no temperature difference between

the radial and ring members of any sector, the thermal study includes

estimates of possible temperature differences for instantaneous conditions.

Similarly estimates of gradients along the depth of the members are included

in the thermal study (Section 3.6.3).

Based on the results of the thermal study, the analytic approach

developed in the previous sections has been used to compute deformations

of the reflector. The various cases analyzed are described below and the

results summarized in Table 3.6-3.

• CASE A - This is the so-called "design case" with the

difference between radial and ring members (AT) being of the

order of 10°F. The gradient along the depth of the radial

members (AT') has been taken as 0.05°F. The magnitudes of

AT and AT' given are mean orbital values occurring only in

one petal (or sector); the corresponding temperature differen-

tials and gradients in the other petals will be less. It has been

assumed that AT and AT' are constant for all petals, the

magnitude being the given values.

• CASE B - For this case the temperature differential between

the radial member and ring segment has been taken to be I0.0°F,

as in Case A. The value of the gradient, AT' has been taken

as 0.25°F. Both values have been assumed to exist in all

petals. This case represents a situation where leakage

3-160
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I TABLE 3.6- 3 REFLECTOR THERMAL DEFORMATIONS

I
!

I
I

Case AT AT' 5n

A 10 ° F 0.05 ° F 0.0736 in.

B 10 ° F 0.25 ° F 0.1584 in.

C 200 F 0.05 ° F 0. 1261 in.
m

I

I
I
I

I
I

I
I

AT --

AT' =

5n

temperature difference between radial members

and ring segments.

temperature difference along depth of radial

members

maximum normal (out of plane) deformation at

tip of radial member.

Data Used for Numerical Computation

Material - Aluminum Alloy,

R = 180 in. h =

2
A = 0.154 in. d =

511 = 1.20 in. 512 =

a = 13(10) -6,

69.23 in.

1.0 in.

2.23 in.

E = lO(lO)6

I
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between connections occurs.

o CASE C - The values used are AT = 20°F and AT' = 0.05°F,

both being assumed constant for all petals. The temperature
o

difference of 20 F between the radial member and the ring

represents the "worst case" instantaneous value in one petal.

The assumption of the same temperature difference in all

petals is of course highly conservative.

From the results of the thermal deformation analysis, it is seen

that the maximum deformations in all three cases considered are less than

the maximum permissible. To compensate for the simplifying assumptions

employed in the analysis, conservatism has been introduced into the thermal

conditions used. Thus, it is felt that the results are realisitcally accurate.

It should also be noted that the deflections listed exist only at the tip and

will be considerably less at other points.

Failure Mode Deformation Analysis - One of the basic assumptions

employed in the analysis of the reflector deformations is the one concerning

the locking mechanism between ring segments being able to provide freedom

of radial growth. If radial freedom is not realized the thermal deformation

analysis conducted is no longer valid. The deformation integrity require-

ments of the reflector cannot be achieved in the proposed system unless the

locking mechanism is designed to provide freedom of radial growth.

From the mean orbital temperature map (Figure 3.6-9) it is seen

that the maximum temperature difference between two petals is 23°F. The

distortion caused by a sticky lock is analogous to the deflection of a curved

member clamped at both ends and subjected to a temperature increase of

11.5°F. Since the ends are restrained, the curvature of this member will

tend to increase causing out of plane deformations. For this condition,

the maximum deformation has been computed to be 0. 141 inches and occurs

I
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I
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at the center of the radial member.

Reflector Surface Deformations - A reflector surface formed by

a grid work or mesh of inter-connected uninsulated aluminum alloy wires is

considered a candidate reflector design. The grid work follows the contour

of the parabolic antenna. Preliminary analysis of the grid was mainly

directed towards consideration of the thermal deformations experienced by

the grid in an orbital environment.

The deformations of the mesh are a function of the boundary con-

ditions e. g., the manner in which the grid is attached to the reflector sub-

structure. The gridwork is itself composed of smaller panels, a typical

wire of which may be considered as wire AB, as illustrated in Figure 3.6-16.

Let us consider the situation where the ends of the gridwork panel

(of which wire AB is just one element) are rigidly attached to the supporting

framework. Then wire AB, which has a parabolic contour, is completely

restrained at the ends. Under such conditions and assuming no change in the

basic structure, when the wire experiences a steady state temperature

change, its parabolic shape will not be reatined. If the temperature drops,

the radius of curvature will increase whereas with a temperature increase,

the radius of curvature will decrease.

For the case of steady state temperaturure drop, the decrease in

length and increase in radius of curvature corresponds to the parabolic

contour flattening out. This flattening out will obviously be stress free - up

to the point where the wire assumes the chord position between points A and

B. For the particular dimensions under consideration, a decrease in

lenght of 0. 045 inch will cause the wire to assume the chord position, as

shown in Figure 3.6-17. A decrease in length of 0. 045 inch corresponds

to a steady state temperature drop of 80°F. Whenthe elemental wire under

consideration assumes a chord position, the maximum normal deviation

from the original contour is of the order of 0.71 inch.
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The above analysis also leads to a solution to the problem. If it

is assumed that the ends of wire AB are not restrained, the wire will be

free to change length, maintaining its original contour and thus cause no

normal deviations. The proposed method of alleviating the thermal deforma-

tions of the reflector surface gridwork consists of allowing the segments of

the mesh to move freely at its attachment points. This freedom of move-

ment will permit the mesh to retain its parabolic shape under temperature

changes.

Thermal Stresses - Thermal stresses are significant in structures

where thermal expansion or contraction is restrained or where large gradients

are present. The reflector as well as the reflecting surface (wire grid work)

in the present case does not fall into the above category. Nevertheless,

approximate stress levels computed for the reflector are presented below.

There are no thermal stresses in the wire grid reflecting surface since

the grid is provided with attachments (to reflector sub structure) which

allow complete freedom of expansion and contraction.

The thermal stresses in the reflector can be computed by noting

that coupling the ring segment from the radial member causes an interaction

force in the radial direction. This radial interaction force causes maximum

moment at the clamped end of the radial member, from which the flexural

stress can be readily computed. Table 3.6-4 summarizes the thermal

stresses in the radial members for the three eases for which thermal

deformations were computed (Table 3.6-3)
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Figure 3.6-17 Surface Mesh Chord Position
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3.6.5 Feed Mast Thermal Analysis

During any orbit the fluxes to the feed mast vary over a wide range,

causing variations in the feed mast temperature. These temperature vari-

ations lead to errors in the feed position relative to the antenna, resulting

in a loss of antenna efficiency. Furthermore, the temperature gradients

occuring across the members cause distortions in the feed position. These

temperatures and gradients must be analyzed in order to determine the

magnitude of error in the feed position.

The antenna and spacecraft are yaw controlled, thereby, enabling

the feed mast to be so placed in relation to the orbital plane that little self-

shadowing occurs. Figure 3.6-18 shows the feed mast position in relation

to the orbital plane. The sun vector moves through an angle of + 23.5 ° to

the orbital plane during each year, however, with the present design it

would have to move 60 ° out of plane to totally shadow one of the feed mast

supports.

A relatively simple thermal analysis was initially conducted for

the feed mast considering only one member. It was assumed in this analysis

that the shadowing from the feed and antenna would not drastically affect

the temperature history of the members, and further, that the shadowing

would not cause large temperature differences between the members. The

temperature gradients along the members were ignored since they do not

affect member deflections. Insulated and uninsulated members were

analyzed using a twelve-sided thermal model to simulate the cylindrical

members. The electrical network analogies for these two cases are shown

in Figure 3.6-19 and 3.6-20. The solar, reflected solar and earth radi-

ation inputs were determined by computer program for every 10 ° of orbit

with the solar vector parallel to the orbit plane.

In the uninsulated case the heat inputs are directed into each node

around the member while the uninsulated case is simulated by assuming the
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Figure 3.6-18 Feed Mast Geometry
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insulated surface to be at the sink temperature determined by the heat

inputs.
4

¢_T = (S+A) =c E
s _-

With this sink temperature the radiation interchange between the insulation

and support is determined by

q = F_ FAAa(Ts4 _ T14)

where T = insulation surface temperature
s

TI= feed mast support temperature

The radiation outputs from the computer program for every 10 °

anomaly was used in the transient thermal analysis of the insulated and

uninsulated case. This output was used to determine the temperature

for both cases for every 10 ° anomaly. Figures 3.6-21 and 3.6-22

show a plot of the temperature variation for node 4, which together

w£th node I0 has the largest excursions from the mean.

These results are questionable because of the simpllfylng assumption

made on shadowing. In order to check these initial calculations a transient

thermal analysis of an uninsulated feed mast was initiated with antenna and

spacecraft shadowing considered. Descriptive geometry methods similar

to those in the petal analysis were used to determine this shadowing. Fig-

ure 3.6-23 shows an example of the shadowing on support A due to the space-

craft. Similar curves were plotted for the antenna shadowing. The shadowing

analysis was used in a computer program to find beam temperatures and

temperature gradients. In the thermal model used for the computer analysis,

the members were assumed to be thermally attached to each other, but

isolated from the antenna and spacecraft. Figure 3.6-24 shows part of the

thermal model used in the computer analysis given in terms of its elec-

trical analogy.

I
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In running this program on the 7090 it was found that the time

steps necessary were extremely small and would require many hours of

computer time to obtain temperatures for one orbit. Consequently, it

was concluded, that this refined analysis was beyond the scope of this

study. This decision can be justified, since the preliminary analysis

proved that the use of superinsulation damps out temperature variations,

due to spacecraft shadowing, to tolerable limits.

3.6.6 Thermal Deformation of Feed Mast

An approximate thermal deformation analysis of the feed mast

structure is presented herein. The object of this investigation was to

define the deviations of the reflector focal point due to the orbital thermal

environment.

Method of Analysis - The tripod feed mast structure is composed

of three triangular frames, each having two members and forming a

truncated conical structure. The members of the feed mast structure

are provided with pin connections. Consequently, each triangular frame

of the structure will act independently.

Under a situation where all members have a similar uniform

temperature distribution along their lengths, the framed feed mast structure

will undergo only vertical deformations. The same situation will occur due

to any gradients that may be present across the members. Such a situation

will exist when the spacecraft feed mast shadowing is neglected.

For the case described above, the vertical deformation 5
v

by_igure 3.6-25)

6
v

where

¥

AT

is given

= _T L+_ATh (2d 1 - L--_-h2 )

= coefficient of thermal expansion

= steady state temperature

= temperature gradient along depth of member
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The first term in the above expression represents the vertical

deformation due to a steady state temperature change while the second

term represents the vertical deformation due to the gradient.

Results of Analysis - Using the above-described approach, ver-

tical deflections of the feed mast, both for the insulated and uninsulated

case are presented in Table 3.6-5. The components of deflection due to

different situations have been determined on an individual basis.

The first component of deflection computed, that due to the mean

orbital temperature (MOT) is seen to be quite large. However, if the feed

is made adjustable and defocused to the MOT position prior to launch, the

focal point deviations will be significantly reduced.

The sun vector orientation causing the maximum excursions from

the MOT produces a gradient the effect of which is not in phase with the

effect of the excursions from the MOT. Thus, when the maximum positive

deflection due to MOT excursion occurs, the deflection due to the gradient

has its maximum negative value. On the other hand, when the maximum

negative deflection due to MOT excursion occurs, the deflection due to the

gradient approaches zero. Consequently, the maximum deflection of the

feed mast (or the maximum on-axis deflection of the focal point from its MOT

position) will be the same as the deflection due to the maximum excursion

from the MOT.

The last row in the Table 3.6-5 gives the maximum on-axis devi-

ation from the MOT (or defocused) position.

The analysis used in this study is predicated on the assumption

that all members of the structure have a similar temperature distribution.

As stated earlier, this situation ignores the spacecraft shadowing effect

in the determination of the thermal response. A consequence of this

assumption is that the individual frames deflect only vertically since the

members are pin connected.

3-173

!



!

TABLE 3.8-5 FEED MAST DEFLECTIONS

CASE

Mean orbital temperature (no A T)

Maximum excursions from MOT (no A T) _+ 0. 0015

Maximum gradient effect (no T) 0

Maximum deviation from MOT position + 0. 0015

Deflection,

Insulated

-0.1719

Figure 3.6-25 Feed Mast Distortions

5 v (inches)
Uninsulated

-0.1839

+0.1540

-0.0988

-0.1540 1+0.0552
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The reasons for neglecting the shadowing effect are discussed

in Section 3.6.5. In the absence of a detailed thermal analysis incorpor-

ating the shadowing effects, an off-axis deviation of the feed mast of 0.10 in.

and an on-axis deviation of 0.15 in. have been assigned for the antenna

performance calculations.

It is felt that these distortions represent conservative values

and can in all probability be met by an uninsulated feed mast. In the event

the detailed thermal analysis significantly exceeds these values, the use

of superinsulation will bring the feed mast excursions within the specified

limits.

3.6.7 Spacecraft Thermal Control

Temperature control of the spacecraft is necessary to insure the

proper operation of the electronic components within the spacecraft enclosure.

There are two basic systems which may be used for the thermal control,

passive or active. The passive system uses an area exposed to space which

radiates the choice of a passive control area leading to acceptable maximum

and minimum temperatures. If, as will occur in many instances, the dif-

ference in maximum and minimum dissipations is large, the resulting temper-

ature variation also is large. This temperature variation, places a limit on

the application of passive control systems. An active thermal control system

may use heaters, variable area radiating surfaces, etc. and may control the

temperature to within tolerances much smaller than passive controls.

The minimum temperature requirement for the spacecraft is generally

determined by the batteries which cannot operate at temperatures below about

32°F. The maximum temperature is dependent upon components, circuits,

and detailed packaging studies. A special requirement exists for the ferrite

phase shlfters used in the phased array; they must be controlled to + 20°F or

better.

Figure 3.6-26 was derived for a passive control system approach,

based on a steady-state condition of dissipation. The curves are derived
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from the steady-state radiation equation written in the form

A T 4 = q/_
r

where q = the electrical dissipation

T = the passive control surface temperature

A = passive control area, assumed the space-
r

craft to be superinsulated with no losses

through the insulation.

If the minimum dissipation for the spacecraft is 175 watts, the

emissivity 0.9 and the minimum temperature 35°F, Figure 3.6-25 gives

a passive control area of 6.45 square feet. The same area may then be

used to caluclate the temperature for a maximum dissipation of, for

instance, 310 watts, and results in a temperature of lll°F. This space-

craft temperature variation exceeds the ferrite phase shifter requirement

by 36°F. The maximum dissipation which will permit the ferrite phase

shifters to vary less than 40°F can be determined. Using the above area of

6.45 square feet this maximum allowable dissipation is caluclated to be

238.7 watts.

The above caluclations are based on steady state conditions, i.e.,

dissipations of longer periods than the thermal time constants. The thermal

time constant for the spacecraft is quite large - on the order of 200 hours.

Unless the duty cycle is of this same order or larger the problem cannot be

considered steady state and the above dissipation limitations are not valid.

It is anticipated that the duty cycles will be much less than 200 hours, thus,

resulting in smaller temperature excursions.

During the next phase of the program, concurrent with refinements

of spacecraft packaging and dissipation, a more detailed analysis of the

spacecraft thermal control system will be possible. It is safe topredict that

the spacecraft thermal control system (unlike the reflector) offers no serious

challanges that cannot be met by existing techniques.
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DIMENSIONAL STABILITY

Introduction

This report covers a literature review of current information

pertaining to the effect of residual stresses, thermal stresses and mechan-

ical loading stresses on dimensional stability of metal structures in space.

Words such as creep, micro-creep, dimensional instability, plastic move-

ment, plastic flow, thermal flow, taking a set, relaxing, and similar

verbage all relate to the plastic flow of the crystalline structure in its

attempt to obtain the most relaxed alignment internally. It should be noted

that dimensional changes can be on the order of microns and ranging up to

fractions of a mil. This discussion does not cover the thermal expansion

type of dimensional change since that kind of a change is compensated for in

the original design and discussed elsewhere.

The term dimensional instability which shall be used throughout this

report will be defined as "the change which occurs in metal over a period of

time without assist from external loading. " The general cause of these

changes are metallurgical instability and residual stresses. Since advances

in measuring techniques have been made and also since technological needs

require more exacting dimensions the industry has not only tightened

manufacturing tolerances but also "service tolerance".

Generally a material is selected for characteristics other than

dimensional stability; such factors are tensile strength, density, ease of

fabrication, or corrosion resistance. After satisfying these other charac-

teristics the aspect of dimensional stability is usually evaluated. It must

be realized that predictible changes such as elastic strain, thermal expan-

sion, and thermal contractions will usually return the structure to the

original state or position. Changes caused by loading which plastically

deform a part are usually not recoverable. Engineering calculation will
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normally predict the above kinds of change.

3.7.2 Precision Elastic Limit

Since the tensile or yield strength value is far too coarse a number

for a designer to use in a space application where dimensional stability will

be required for months or years the term PEL was developed. Precision

Elastic Limit (PEL) is the stress at which the residual strain is one micro-

inch per inch. Precision strain guages allow the designer or engineer to

measure the micro strain that results at the PEL stress levels.

3.7.3 Residual Stress

Residual stress operating within metal can also be troublesome in

structures such as the one proposed if they are ignored. Residual stresses

that are encountered can come from two origins, mechanical and thermal.

Risidual stresses are relieved by plastic flow at sufficiently high tempera-

tures. Therefore if the aluminum truss structure is welded it will be stress

relieved at the proper temperature to allow residual stresses to redistribute

forces thus causing a much lower residual stress entrapment within the

weldment. It is felt that some residual stresses will always be present,

however, it is also believed that the level will be tolerable. It should be

pointed out that even though stress relieving temperatures are sufficiently

high to be of benefit, the cool down must be carefully controlled to prevent

cool-down stresses from being locked in the weldment. Non-heat treatable

aluminum alloys can contain residual stresses, resulting from the mill

fabrication practice of the aluminum producer.

For heat treatable aluminum alloys, in general, during quenching

from the solution treatment temperature, the portions of a part which cool

more rapidly retain compressive stresses, whereas the portions which are

the Last to attain room temperature contain balancing residual tensile

stresses. Thus in a rapidly cooled part, the surface layers generally

I
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contain compressive stresses and the core tensile stresses. This distri-

bution of stresses is advantageous for the accommodation of external

service loads (although they are not necessarily desirable from the

dimensional stability aspect). This pattern of stresses may be further

altered or rearranged by subsequent machining or cold working, resulting

in warpage or loss of dimensions.

3.7.4 Design Application

In a space structure such as the proposed parabolic expandable

structure the idemtification and evaluation of possible dimensional instability

problems is not easily accomplished. Assuming that an aluminum alloy is

selected for the frame and lattice construction it will be necessary to control

such areas as the heat treatment, the mechanical working performed on the

metal and possibly the temperature of the metal while it is being fabricated.

The combined effort of the metallurgists and fabrication specialists

are required to obtain accurate, stress free structures. Proper stress

relieving treatment should be used and stabilization techniques employed

wherever possible. Regarding the micro-creep or dimensional stability

problem from causes other than normal thermal expansion and the residual

stress which will be present, it is felt that they will not present a problem.

The data available regarding micro-creep is limited. However, tests

conducted to date indicate that 7075 aluminum can change as much as 300#

inches/inch/year while 2024 aluminum will creep only 60#inches/inch/year.

It should be noted that as far as the reflector is concerned the length changes

are of no significance if all the members grow the same amount. Since this

is not necessarily the case, the unequal changes (which will cause out of

plane distortion) should be considered further. Examination of some typical

stability changes for 2024 aluminum for the reflector petals indicates that

the member will change less than 0. 009 inches per year (for a 150 inch

petal). Assuming that adjacent members do not change, the amount of

3-180
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distortion that will exist will be significantly less than that due to the

thermal effects (see Section 3.6.4).

The temperature cycling effects on the petal dimensional stability

can be ignored since the excursion from the mean orbital temperature (due

to the superinsulation) will be less than 30°F for any one petal. Data

available at this time indicates that thermal cycling over this range does not

produce any dimensional changes.

Examination of the feed mast changes indicates no apparent

problem due to ageing. Using 2024 Aluminum for a I00 inch feed mast will

only result in a change in length of 0. 006 inches. The temperature excur-

sions of ihe feed mast may be more than 100°F during an orbit. This could

cause significant ageing effects, but as there are no data available at this

time regarding temperature cycling effects on material stability, it is

impossible to predict the resultant changes.

It is probable that with a minimum weight design the precision

elastic limit of the petal beam will be exceeded during the launch vibratory

loads. The stresses due to these loads will be cyclic, of very short duration

and flexural in nature. The data that exists presently regarding this type of

stress and its effect, when the PEL is exceeded, is limited. Consequently,

no clear cut evaluation is possible at this time regarding the amount of

permanent distortion that can be expected. It is suggested that this area be

further evaluated during subsequent phases of the program.
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3.7.5 References for Dimensional Stability Discussion
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3. W.M. Baldwin Jr., "Residual Stresses in Metals",
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4. W. Soete and R. Vancrombrugge, "An Industrial Method
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3.8 IN-ORBIT MEASUREMENT OF ANTENNA SURFACE ACCURACY

3.8. 1 Basic Techniques

The basic technique for determination of antenna reflector deploy-

ment accuracy involves in-orbit matching of a laboratory standard negative

against the image of the deployed antenna. The standard negative is prepared

by photographing the accurately deployed antenna in the laboratory deployment

test fixture. The antenna is photographed with the same camera which will

be used for image matching in-orbit, mounted as it will be mounted in orbit.

This standard negative is then accurately positioned in the image plane of

the camera. In-orbit, when the shutter is opened, the antenna image is

projected through the standard negative and onto a photographic film or other

photosensitive surface. The resulting mismatch image is transmitted to the

ground station for examination.

3.8.2 Operational Considerations

The above basic approach must be greatly modified to produce a

practical operational system. Some of the factors which must be considered

are:

surface accuracy required

manufacturing tolerance s

deployment tolerances

re solution required for surface measurement

mesh wire size

marking of the reflector surface

complete coverage versus partial coverage

fixed coverage versus scanning coverage

resolution of lens

resolution of film
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• resolution of vidicon

• space available

• clearances required

• location of equipment

• mounting of equipment

• use of film or direct imaging

• single versus multiple cameras

• single versus multiple vidicons

• electronic scanning versus mechanical scanning

• near and far focusing

• reflectors

• mirror shapes and positions

• sunlighting of antenna

• shadowing of antenna

• artificial lighting of antenna

• single versus multiple lights

• fixed versus scanning lights

• lighting power required

• memory circuitry required

• control circuitry required

• total power required

• thermal expansion

• bandwidth of communication channel

• bit rate of communications channel

The interrelations of these factors must be considered and experi-

ments must be conducted to verify the theoretical conclusions.
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3.8.3 Antenna Surface Errors

The surface error of the antenna will be in the form of surface

displacements perpendicular to the surface. The technique described is

intended primarily for detection and measurement of those displacements.

The system will have a secondary capability of detecting and measuring

lateral and skew displacements, but it is not optimized for them. Should

a petal fail to fully deploy, that will be readily detectable. The analysis

presented here, is therefore concerned primarily with resolution in the

antenna's radial direction.

It is assumed that the antenna fabrication techniques will hold the

reflector surface to a true paraboloid within at least 0. 070 inch. The

antenna, when deployed in-orbit, is desired to be true within 0. 100 inch.

Since the standard negative cannot be prepared from a true paraboloid but

will be prepared from the actual antenna with its fabrication errors, the

system must at least detect deployment errors of:

0.100-0.70 = 0.030inch.

3.8.4 Equipment Location

First, the possible locations in the antenna structure where this

equipment could be positioned will be considered. There is sufficient space

in the spacecraft module for a significant amount of electronic hardware.

Any added equipment must not interfere with the main antenna's radiation,

the interferometer, the phased array, the antenna feed, nor the stowed

petals. Thus, the only large space available is within the feed mast structure,

far enough from the feed so as to avoid interference with radiated energy.

This is shown in Figure 3.8-1. In addition, small devices can be added

elsewhere on the structure.
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3.8.5 Conceptual Design

In addition to the proposed configuration,the axial four camera

system, several other configurations are briefly discussed in this section.

These indicate the growth and development of the concept as well as modifica-

tion of the concept to suit the parameters of this spacecraft and antenna.

A rotating camera could be mounted in the available volume to scan

the entire antenna surface, except for obscuration by the structural members.

Since it is desirable to avoid rotating members, the entire antenna may be

projected into a single image by the use of a conic-like mirror. The mirror

configuration and position influences the image geometry. A mirror positioned

as shown in Figure 3.8-2, with the mirror above the camera, produces the

flattest (most perpendicular) view of the antenna surface. The mirror shape

is not critical, as a specific geometry is not required.

However, a more tangential view is better for recording petal de-

formities which tend to be normal to the surface and thus perpendicular to

tangential sighting lines. A configuration such as in Figure 3.8-3 provides

a good tangential viewing. The configuration of Figure 3.8-3 has the dis-

advantage of imaging the antenna rim as a small central ring and the antenna's

center ring as a large peripheral ring. Thus the mirror should be a concaved

cone-like surface as shown in Figure 3.8-4. Antenna sections near the fixed

center plate are then viewed more perpendicularly and the rim more tangen-

tially. Since the greatest distortions are probably going to be perpendicular

deflections at the rim, this viewing attitude is desirable.

An examination of the antenna shows that the viewing angles at

various distances from the center range from 37 ° to 15 ° as shown in Figure 3.8-5.

Thus, as in Figure 3.8-6, the near wires (0.010", 0. I00" between centers)

do not obscure more distant wires. At the antenna rim, where the view

angle is 15 ° , the normal component of the wire separation = 0. 026" and
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Figure 3.8-3 Convex Mirror Below Camera
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Figure 3.8-6 Effective Mesh Spacing
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the normal component of the gap between wires is 0.016". In Figure 3.8-6,

X is the normal component of the radial wire spacing (0. 100 inch}, G is the

normal component of the gap between wires, and D is the wire diameter

(0. 010 inch}.

X = 0. 100 sin 15 °

= 0. 100.0.26

= 0. 026 inch

G = X-D

= 0. 026-0. 010

= 0.016 inch

At the edge of the center section

X = 0. 100 sin 37 °

= 0. 100.0.60

= 0. 060 inch

G = 0. 060-0. 010=0. 050 inch

Halfway out

X

G

= 0. 100 sin 17 °

= 0. 100.0.29

= 0. 029 inch

= 0. 029-0. 010=0.019

3.8.6 Error Resolution Requirements

As will be discussed later, the required error resolution is on the

order of 0. 024 inch. At this resolution, the individual wires of the mesh

will not be resolved in the image. Thus, in order to determine deployment

accuracy it will be necessary to increase the system resolution or to place

larger markers on the antenna surface. To acceptably resolve the mesh

wires of 0.010 inch would require a resolution element of less than 0. 005

inch. For a perpendicular view of a 30-foot dish this dictates an image with

more than a 72,000 line resolution.
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12.30

0. 005
72,000

Since the antenna surface is viewed obliquely the effective spacing (compo,

nent perpendicular to sight line) of the mesh wires (perpendicular to radii)

is less than 0. 100 inch. The calculation given previously shows that the

"average" center-to-center effective spacing is 0. 029 inch. Using this

figure we can calculate the approximate image resolution required. Note

that this average effective spacing is nearly the actual effective spacing

over most of the antenna's area.

With petals 15 feet long, covered with a 0. i00 inch mesh there are

a total of 1800 cross wires.

15.12

0.100
= 1800

With an effective spacing of 0. 029 inch, the petal has an effective length of

0.029x 1800 = 52.2 inches

The fixed center plate plus the length of two petals gives an effective diameter

of

60+2 (52. 2"),._ 60+104

164 inches

Thus, an image with a resolution of 32,800 lines is needed

164
= 32,800

0. 005

For a 10-inch image this would be

32,800
= 129 lines/mm, which is not excessive for a lens

10x25.4

system but does exceed the capability of high resolution vidicons (1000 lines).

Hence, it is indicated that markers must be attached to the antenna surface.

Only a relatively small number of markers can be added because of payload

weight considerations. This also suggests a system which examines

selected parts of the antenna rather than the entire antenna. The possibility
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of telescopic high resolution examination of small selected areas of the

antenna must be considered. It is not deemed advisable to incur the expense

of having a higher resolution vidicon developed.

3.8.7 Sampling Surface Measurements

The cone-like mirror maybe shaped as shown in Figure 3.8-7 to

provide views of four ring sections of the antenna. Four ring sections are

considered to give an adequate sampling of the surface deflection. This is,

in effect, like having four different telephoto images in the same focal plane.

Thus, we might use four separate telephoto cameras with their individual

vidicons and standard negative masks. If they are positioned one above the

other with separate conical mirrors the configuration will be as shown in

Figure 3.8-8. Each camera includes a telephoto lens and receives light

from the object reflected off of a straight edged cone; the cone provides no

optic power to the camera. Each cone is a 45°cone. Each camera is focused

for its own object distance. Each camera has high radial (antenna radius)

resolution but low circumferential (antenna circumference) resolution. In

order to provide an image of an entire incremental ring of the antenna sur-

face it is necessary to accept low circumferental resolution. This is not

much of a limitation as the surface deflections to be measured produce radial

deviations. The cameras are looking up at the conical mirrors rather than

down to provide an image which is not inside out.

The lower conical mirror may be more obtuse to provide an object

ring nearer the center of the antenna. A fifth camera and mirror may be

added to give a lower resolution view of the entire antenna. Such a camera

would utilize a lens with a wide view angle and the mirror would be curved.

See Figure 3.8-9. This is the selected configuration; the axial four camera

system, and will be further discussed in Section 3.8.8.
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Figure 3.8-8 Basic Four-Camera Aerial System

3.8.8 The Axial Four Camera System

This basic concept is applicable to a system using any number of

cameras, but since four give a good coverage of the antenna, that number

will most likely be used. The available mounting space may further limit
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the number of cameras. An additional whole antenna camera of lower re-

solution could be incorporated in a configuration as shown in Figure 3.8-9.

Radial Resolution Requirements - The radial resolution necessary

to resolve the mesh wires has been discussed earlier in this report. The

factors involved indicated the desirability of attaching marker plates to the

antenna surface so that the system requirement becomes detection of the

allowable surface deflection even though the wires cannot be resolved. The

marker plates will be several times as wide as the mesh spacing.

As has been indicated in Paragraph 3.8.3, the system must be

adequate to detect a deflection of 0. 030 inch in the antenna surface. This

0.030 inch deflection is seen as a smaller displacement because of the

viewing angle. See Figure 3.8-10 where d is the wire deflection, y is the

normal displacement, and_is the viewing angle, and

y = d cos a

For the maximum allowable deflection

y = 0.030 cosa

The viewing angles at the four selected incremental rings of the
o

antenna are 40 °, 31 °, 21 , and 23 ° as shown in Figure 3.8-11.

At the rim of the antenna a = 40 ° and y = 0. 030 cos 40 °

= 0. 030"0. 77

At the next band a = 31 ° and

At the next band a = 21 ° and

= 0. 023 inch

Y = 0. 030 cos 31 °

= 0. 030.0.86

= 0. 026 inch

Y = 0. 030 cos,21 °

= 0. 030.0.93

= 0. 028 inch
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Figure 3.8-9 Full View Camera System
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Figure 3.8-I0 Normal Deflection Geometry

40°

31 °

21°

23 °

Figure 3. 8- 11 Ring Viewing Angles

3-194

I

I
I

I

I



I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

At the next, the central, band a = 23 ° and

Y = 0. 030. cos 23 °

= 0. 030.0.92

= 0. 028 inch

The resolution requirement at the four bands are not significantly

different so we will use the worst case for all. The system will be designed

to detect at least a 0. 023 inch displacement. The lowest resolution system

which can be used will resolve an element of half this size, 0. 012 inch.

The image formed on the vidicon face will be an annular area with width

of approximately 1/4 the width of the active area of the vidicon face. This "

annular area is the image of an entire ring of the antenna (see Figure 3.8-12).

If a high resolution vidicon of 1000 lines is used, the radial width of the antenna

ring will be scanned by 1/4x1000 = 250 lines. Thus the coverage (for each

vidicon) will be a 3 inch ring on the antenna:

250x0. 012 = 3.00 inches wide.

This width determines the camera view angles and thus the focal length of

the lenses.

Circumferential Resolution - The circumferential resolution is

not critical, as the antenna surface deviations to be measured produce radial

deflections. The circumferential resolution will vary over the vidicon face.

Here it will be calculated on an average basis to indicate order of magnitude.

A central circle, as shown in Figure 3.8-13, in the ring image on the

vidicon face will have a circumference of

7rxl/2 W

Thus, this central circle,

ferentially by
1000

7rxl/2xWx W

and the ring image is effectively crossed circum-

_, 1600 scan lines
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Figure 3.8- 12 Vidicon Image Dimensions

W

Figure 3.8-13 Central Circle in Vidicon Image

W
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These scan lines distributed over the I00 foot circumference of

the antenna rim corresponds to an average resolution element of

100x12

1600
= 3/4 inch

These scan lines distributed over the 17 foot circumference of the

inner ring corresponds to an average resolution element of

17xl 2
l/8 inch

1600

Vidicon Scan Raster - Because of the circular nature of the vidicon

images it may be desirable to use a spiral or radial scan as shown in

Figure 3.8-14.

Marking Patterns - It is proposed to place a marking pattern at

selected positions on the antenna's surface. As many as four marker patterns

(one in each antenna ring) per petal may be utilized.

The antenna surface may be covered by a plastic film such as

mylar which can be painted to yield the required pattern.

Various sizes for the pattern will be used. The smallest should

be at least 10 resolution elements wide in the radial direction, or 0. 120 inch.

Here we will consider marking patterns in which the smallest plates are 1/4

inch or 1/2 inch in radial width.

Because of the poorer circumferential resolution the marker patterns

will be wider in that direction. The circumferential width will be at least

6 inches at the rim and at least 1 inch at the central ring.

A number of parallel markers will be mounted along the

radius in each band on each petal. If a deflection should be greater than the

ring width (3 inches), a single marker would be out of view. Large deflec-

tions are more possible at the rim so the markers will be distributed over
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Figure 3.8-14 Radlal and Clircular Scan Patterns
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Figure 3.8- 15 Rim Marker Pattern
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Figure 3. 8-16 Modified Marker Coding
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a greater radial distance there, perhaps 8 inches. At the central ring

distribution over 2 inches will be adequate.

Then the marker pattern will have to be identifiable to determine

the amount of a large surface displacement. The pattern might be identified

by being of different circumferential widths or they might be identified by

their position in relation to additional rows of marker plates of different

radial widths. This later technique provides some additional position de-

termination information and is thus preferable even though it requires that

greater mass be added to the petals. The gaps between the pattern will be

the same width as the plates. If a single row of equally spaced markers

were used, a deflection of exactly two marker widths would look just like

no deflection.

The rim marker pattern may be as indicated in Figure 3.8-15.

As shown, the gross deflections (those larger than the narrowest plates)

are binary - coded. Minor deflections (those smaller than the narrowest

plates) can be determined by intensity measurements as will be described.

The binary pattern of Figure 3.8-16 is large as it is 24 inches

wide. Because of the 3 inch ring width, permitting a view of more than

one small plate at a time, a full binary coding is not necessary. With

binary coding of Figure 3.8-17 position could be determined in a sampling

ring of 1/2 inch wide. The rim pattern might be modified as shown in

Figure 3.8-18 thus requiring fewer rows of plates.

Some additional accuracy can be obtained by including a row

of narrower markers (1/4 inch) (see Figure 3.8-'7). The half inch

markers might be eliminated providing a pattern like Figure 3.8-18.

The pattern at the next to outer ring (3rd ring) will be as shown in

Figure 3.8-19.

!
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The pattern at the next to central ring (2nd ring) will be as shown in Figure

3.8-20 The pattern at the central ring will be as shown in Figure 3.8-21.

To increase brightness and contrast, the marker pattern will be

coated with a highly reflective paint, perhaps a glass beaded paint, and

the mesh between plates may be coated with a low reflectivity black paint.

Fine Deflection Measurement - Gross position changes, due to

antenna deflections, result in directly measureable mismatch between the

image and the standard negative mask. By examination of the misalignment

of the rows of marker plates in the matched image antenna deflections can

be measured. The accuracy of this measurement is limited by the resolu-

tion element, 0. 012 inch.

Misalignments smaller than 0. 012 inch can be measured even

though they cannot be resolved. They can be determined by measurements

of the matched image brightness. If the deployed antenna were undeflected,

its image would exactly match the standard negative and the resulting matched

image would be uniformly black, or gray. Figure 3.8-22 schematically

shows a perfect match of the antenna image and the standard negative.

Figure 3.8-2 3 schematically shows a slightly mismatched image.

Though the light beams arriving at the image plane are too narrow to be

resolved, the resulting local average intensity can be measured. The

greater the misalignment, so long as it is less than a full pattern width, the

greater will be the resulting intensity. Thus, with the gross misalignment

determined by examination of the image shift; total misalignment can be

determined by adding the fine misalignment obtained from measurements of

average intensity in the area of the small plates.

Thermal Expansion and Contraction - The system thus far described

will measure surface deviations due to deployment errors and due to non-

uniformity of temperature over the surface.
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Figure 3.8-17 Reversed Marker Pattern
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Figure 3.8-18 Marker Pattern Without 1/2-inch Plates
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Figure 3.8-19 Pattern for Third Ring
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Figure 3.8- 20 Pattern for Second Ring

Figure 3.8-21 Pattern

for Central Ring
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In addition, there will be a gross shift of the entire antenna structure

due to temperature effects. Such a shift would not cause the antenna to

become non-paraboloidal. (It would slightly change the paraboloid size

and slightly shift the focal point. ) For example, the length of a 15 foot

petal, undergoing a 300 ° temperature change, would change by

A_, 0.86 inch.

A_ = A T.K.L

where

AT is the temperature change,

K is the temperature coefficient of expansion,

L is the petal length.

A_ =

and

(300 °) (16xi0-6/°) (15)feet

(300) (16x10 -6) (15x12) inches

= 0.86 inches

An entire marking pattern at the antenna rim would thus be radially shifted

0.86 inch. This shift will have to be taken into account in the data (trans-

mitted image) analysis.

In addition to the gross shift in the marking pattern, there will be

a thermally caused change in the marking pattern dimensions. The effect

of this variable will also have to be removed during data analysis. This

does, however, also provide an analytic means for determining the tempera-

ture at each marking pattern. The thermal expansion effects on the cameras

and on the camera mounting structure must be analyzed.

Marking Pattern Composition - The materials composing the marking

patterns present several problems which will be briefly mentioned here, but

which must be resolved in the laboratory.

White marker plates interspaced with black painted mesh will

cause a localized non-uniform heating. This will produce greater surface

deviations at the marking pattern locations than over the unmarked area of

the antenna.
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An unpainted mesh with marker plates of the same composition

and color may provide sufficient optical contrast. Most of the light

striking the mesh will be transmitted through the surface, while a

portion of the light will be reflected away from the camera due to

the circular cross section of the individual wires.

To increase the structural strength of the antenna surface,

the entire surface of each petal may be covered with a plastic film

such as mylar. In this event the marking pattern may be painted

on the mylar. If the entire antenna is not to be covered, the marking

pattern areas might still be covered.

It may be possible to form the marking pattern by direct

painting (or otherwise color coating) the top surface of the wire mesh.

To reduce thermal distortion effects, the marking pattern might take

the form of areas of differing wire cross section. The wires might

be post formed as desired after the antenna is fabricated. The wires

might be deformed as shown in Figure 3.8-24, to provide large and

small reflecting areas for the cameras to view. All these wires are

expected to be almost identically heated by sunlight, but laboratory

verification is required.

The flattened wire surfaces will have to be and will have to

remain precisely angled if they are very smooth. Thus, these surfaces

will be diffuse reflectors. They will still reflect much more light than

the sharp edged wires.

I
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The effect of such wire deformation on the antenna's radiation

pattern will be small, less surface deviation than the wire diameter of

0. 010 inch. The wires may be further repositioned,

3.8 -25 to eliminate the surface deviation.

3.8.9

as shown in Figure

Illumination of the Antenna

Sunlighting of the antenna is not suitable because it is not constant

in direction and it does not correspond to the laboratory illumination used

in preparing the standard negative. Thus, even though the antenna were

deployed without error, the image and the standard negative would not match.

Supplementary Lighting - It is necessary to have, as nearly as possible,

identical lighting in the laboratory and in-orbit. It is desirable to have this

illumination, as nearly as possible, in the direction of view of each of the

cameras. Thus, a configuration like Figure 3.8-25 or 3.8-26 will be employ-

ed. In either case, flash lamps, probably zenon, will be used. One light

source for each vidicon camera will illuminate the antenna ring to be photo-

graphed by that camera. In Figure 3.8-26, reflector light sources project

a columnar beam onto a conical mirror. In Figure 3.8-27, reflectors direct

the light from a ring light source.

Light Source Intensity - Sunlight, which is nearly always present,

presents difficulties in that it illuminates the antenna differently at every

point of the orbit. This optical noise makes image matching difficult. This

optical noise can be minimized by increasing the intensity of the light source

thus improving the signal-to-noise ratio. The flash lamp source should

illuminate the antenna more brightly than sunlight. There seems to be

adequate power to charge the flash lamp condensers to a high energy state.

To charge condensers 200 or more watts are available for an hour or more.
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Figure 3.8-24 Marking Pattern from Deformed Mesh Wires
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Deformed Wires Positioned Along a Parabola
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Figure 3.8-27 Illumination by Toroidal Light Sources
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Noise Cancellation - Whether the light source be bright or dim,

it is advantageous to use noise cancellation techniques to reduce the spurious

effects of sunlighting. Noise cancellation can be accomplished on the ground

by matching or comparison of two matched images transmitted from the

satellite. For each look at an antenna ring, two images will be transmitted.

One image will be made with sunlight alone and the other will be made with

sunlight plus flashlamp. The sunlight image will be optically, electronically,

or analytically subtracted from the sunlight-plus-flashlamp image.

3.8.10 System Operation

A command to charge will be sent to the satellite prior to an antenna

surface check. The command must be sent 5 minutes to an hour in advance

of flash tube firing, depending on the brightness of the selected light source.

After the flash tube condensers are charged five minutes to one

hour, the command to photograph the antenna will be transmitted. The

sattelite's control electronics will then sequence the system through seven

steps for each camera in turn.

1) camera shutter triggered

2) vidicon scans image

3) electronic image transmitted to ground station

4) camera shutter triggered

5) flash tube fired while shutter is open

6) vidicon scans image

7) electronic image transmitted to ground station

3.8.1 1 General Comments

Many of the technical and operational aspects which were considered

been detailed in this report. Some of those will be briefly commentedhave not

on here.
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System bandwidth and bit rate seem compatible with the

resolution requirement and the vidicon sequencing. An

image memory is not required in the satellite. A buffer

might be needed.

The cameras, conical mirrors, and light sources can be

mechanically mounted to the tripod structure.

Lens resolution is not a problem but resolution is limited

by the vidicon.

Image recording on photographic film before vidicon scanning

is not necessary.

The "line-of-rotating-vidicons" approach provides greater

circumferential resolution, but is not needed.

The total power required is not much greater than that required

for the lighting alone.

The concepts which involve rotating parts could be operated

in a commanded step mode providing but a few rotational looks

at the antenna.

Ground matching of transmitted images may be done electronically

with the images digitally stored in a memory.

The analytic procedure is yet to be formalized and documented.
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APPENDIX 3A

EXPANDABLE TRUSS ANTENNAS

Conic Scissors System - Fairchild Hiller is developing a class of

antennas based upon its patented "Conic Scissors" concept (see Figure 3A-I).

A conic scissors parabolic antenna consists of a number of equally spaced

radial elements; each element is a scissor link assembly whose geometry is

chosen so that, when deployed, the ends of the links define points on a para-

bolic curve. The curve is "filled in" between the points by curved members

which are hinged to permit folding with the scissors when in the stowed condi-

tion. The pairs of scissor links are joined at the link ends of telescoping

tubes which act as stops by limiting link spread when full deployment is

achieved. (Figures 3A-I and 3A-2). Deployment energy is provided by springs

at the links.

The radial elements are interconnected by folding members which,

when deployed, form a series of circumferential braces. In addition to pro-

viding structural stability, these members are curved to match the para-

boloidal contour. Additional circumferential stability is obtained by diagonal

cable braces at certain radial stations. The folded antenna packages into a

cylindrical envelope. The reflecting surface is a flexible paraboloidal sheet

attached to the curved members and folded with the assembly. Although an

expanded metal mesh appears promising, other materials considered include

metallized mylar, metallized nylon mesh, and a mylar-aluminum foil laminate

similar to the ECHO II skin. These materials are judged for RF suitability,

foldability, ability to be deployed to proper shape, and thermal shadowing.

The feed mast consists of four telescoping sections which are de-

ployed either pneumatically or by springs at the same time as the reflector.

Guy wires extending from the outer rim of the deployed parabola to the mast

provide stability,

Figure 3A-3 shows the variation in weight and natural frequency

with diameter for the conic scissors design. The considerable stiffness pro-
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vided by the very deep trusses is evidenced by the high frequencies. The

natural frequencies calculated for the system used the rigid panel frequency

equation by distributing the stiffness of the truss sections over the antenna

to obtain an equivalent shell thickness.

Thermal Deflection of Coated Antenna - A preliminary thermal

analysis was conducted for the conic scissors system in order to evaluate

thermal stresses and the corresponding deflections. Worst-case solar

orientations were assumed in order to maximize temperature gradients.

Primary members in the parabolic antenna are aluminum alloy

channels. A detailed, nine node, steady state analytical model of the typical

channel was analyzed two-dimensionally by the IBM 7090 in the steady state

to determine temperature gradients. Heat transfer by both conduction and

radiation was considered for each node. The terrestrial fluxes incident to

the various members were as shown in Tables 3A-1 and 3A-2. The angle

used in the tables, is between the local vertical and a line normal to the

surface of the member. When a member is illuminated by the sun, the earth

radiation and albedo fluxes at synchronous altitude are small enough to be

ignored.

The analytical model and the results are shown in Figure 3A-4.

It can be seen that the AT across the scissor links is no greator than 5 ° F.

This provided the isothermal basis for the thermal analysis of the scissors

elements.

Several bays on the parabola support structure were selected to

evaluate temperature levels in these elements. Two cases were considered.

In Case 1 (Figure 3A-5), the solar vector is assumed parallel to

the local horizontal. There are two results shown on this figure for Radial 1.

The first is for element shadowing resulting from precise alignment of the

solar vector with the elements. The second (la) assumes that the element

shadowing is negligible for the typical bay because of spacecraft motion and
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SURFACE

HORIZONTAL

VERTICAL

SCISSORS

TRUSS MEMBERS

B MEMBER

A_C MEMBERS

L

If

900 0 • 048

52 °

O
20 I. 39

E (B_/HR--FT 2)

1,47

0.907

TABLE 3A-I INCIDENT EARTH FLUXES UPON

SURFACES AT SYNCHRONOUS ALTITUDES

LOCAL TIME SURFACE _ A. B/HR FT 2

DEGREES

12o0

0600

HORIZONTAL

VERTICAL

EDGE OF

PARABOLIC SURFACE

HORIZONTAL

VERTICAL

EDGE OF

PARABOLIC SURFACE

o

9o

3o

9o

3o

2.79

0.0705

2.42

0.722

0.0529

0 • 652

TABLE 3A-2 INCIDENT ALBEDO FLUXES UPON

SURFACES AT SYNCHRONOUS ALTITUDES
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optical considerations of umbra shrinkage. An arithmetical average of these

two extremes appears reasonable for preliminary thermal deflection calcula- i

tions. For the other cases on the figure, no shadowing was assumed.

solar vector is aligned with the axis of the ICase 2 occurs when the

parabola. The resulting temperatures of the elements in a typical bay are
i

shown in Figure 3A-6. i

The element temperatures shown in the temperature map were used I
to calculate the tip deflections shown in Figure 3A-7. Two values of truss

depth were analyzed to show the effect of varying this parameter. The Williot- •

|Mohr graphical method was used to determine the displacements of the panel

points of the truss for various temperature changes of the truss members. i
Circumferential ring effects were included for radial members having

a temperature range widely different from their adjacent radial truss members. I

Thermal Deflection of Insulated Antenna - The improvement attain-

able by covering the antenna with superinsulation blankets was investigated. I

The antenna "density" of 0.35 ib/ft 2 indicated a thermal time constant of
m

I0.2 hours. Application of a flat reflector coating on the exterior of the insula- B

tion blanket provides nearly isothermal behavior at a nominal orbital temper- a

ature level of 70°F. Seasonal variations in the solar constant cause a ± 20OF g

swing about the nominal temperature, and a 40°F dip occurs during the max-
i

imum duration of earth occultation, i

The results of the deflection analysis appear in Figure 3A-8. Both i

the hot case (maximum solar constant) and the cold case (minimum solar constant)

are shown for truss depths of 30" and 60". It can readily be seen that the i
ithermal deflections fall well within the allowable limits for the antenna.

Surface Errors - The surface accuracy that can be achieved with I

the conic scissor method of antenna deployment has been analyzed in detail.

Since only the rigid beam members will be shaped to conform to the parabolic
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contour, the reflecting surface (which is a flexible membrane or mesh) will

be stretched between rigid supports and consequently will deviate from the

theoretical contour. The amount of deviation is a function of unsupported

length and F/D ratio. This is illustrated by the geometry shown in Figure 3A-9,

and the plots of Figures 3A- 10 and 3A- 11.

This analysis has been accomplished for F/D ratios of 0.4, 0.5, and

0.6 and the resultant performance degradation plotted on Figure 3A-12. This

graph shows that the antenna performance is severely compromised above

2000 MHz. It should be noted that since the surface deviation does not include

thermal deflections, or manufacturing inaccuracies, this method of reflector

deployment falls far short of the specified requirements.

Summary - The conic scissor concept provides a means of deploy-

ing extremely large antennas from relatively small packaged envelopes. For

example, a previous study has shown that a 100-ft diameter antenna designed

to operate at 4 GHz can be packaged in less then an 8 foot diameter envelope

and weigh less then 1,100 pounds. These large sizes are for all practical

purposes unattainable by rigid panel design.

For applications at lower microwave frequencies the weight of a

conic scissor design appears slightly heavier than a rigid panel design, for a

30-ft diameter antenna. However, as the diameter increases, the weight of

the conic scissor becomes much more attractive. This is because its weight

is approximately proportional to diameter, while for the rigid panel design the

weight increases proportional to the square of the diameter.

For operation at high microwave frequencies (10 GHz), the conic

scissors approach is not recommended, because of the apparently unavoid-

able large surface deviations that occur in between the radial ribs.
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APPENDIX 3B

INFLATABLE ANTENNAS

Inflatable S[stem - The limited volume available in many standard

ascent fairings makes inflatable techniques for large deployable structures

attractive. Their ability to be packaged in relatively compact canisters is

their outstanding characteristic. However, this advantage must be weighed

against other important criteria which are discussed in this section.

Several techniques can be postulated for inflation of large parabolic

antennas. Among the principal contenders are:

• Lenticular System

• Inflated Tube System

Both of these systems will be discussed here.

Lenticular S_-stem - The lenticu!ar system consists of an inflatable

lens-shaped bag with edge restraint provided by an inflated peripheral torus.

One-half of the bag contains a metal mesh, threads, or metallized surface

which act as the parabolic reflector. The other half of the bag is a plastic

film whose only function is to contain the inflation pressure. It may be dis-

carded after erection is complete.

The reflecting half of the bag must be regarded as a structural

element, i.e., after completion of deployment and loss of pressure, it must

carry the loads imposed in orbit. These loads are due primarily to station-

keeping acceleration, antenna scanning, attitude control maneuvers, and

solar pressure and heating. Thus, it must consist of, or be backed up by,

a material having adequate strength and stiffness to satisfy the system require-

ments.

Two methods which have been proposed are:

• Wire Mesh

• Self- Rigidizing Cloth
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The first of these uses wire mesh as both the reflecting surface and as the

"structural" material. The mesh is,,,ined with a plastic film which serves

as the pressure bag. Inflation of the bag to a predetermined pressure stretches

the mesh to the correct parabolic shape. The plastic has then served its

purpose and may be retained or discarded (usually by virtue of its photo-

lyzable characteristic).

The second method uses fiber glass or nylon cloth as the structural

material. It is impregnated with gelatin which loses its moisture and be-

comes "rigid" in the vacuum of space. Again, a plastic bag must be included

to contain the pressure. The RF reflecting surface may be realized by

metallizing the plastic, incorporating woven metal threads into the cloth, or

by attaching wire mesh to the cloth.

In all of the lenticular techniques, a peripheral torus must provide

edge restraint during deployment so that the correct parabolic shape will be

produced. The torus is plastic or plastic-lined and is separately inflated,

it can be self-rigidizing cloth or mesh reinforced. It may deploy with it-

self a smaller peripheral member which remains after completion of de-

ployment. This case might be typical of a system in which a photolyzable

torus material is used.

Inflated Tube System - This system differs from the lenticular

system in that the reflecting surface is deployed, not by inflation of a lenti-

cular bag, but by a series of radial and circumferential inflatable tubes.

The tubes, of course, must be designed and fabricated in such a

manner that when inflated to the prescribed pressures, the reflecting sur-

face will be stretched to the proper contour. Here again, the reflecting sur-

face may be a wire mesh or a self-rigidizing cloth containing metal threads.

Inflatable Ssstems for ATS-4 - The suitability of an inflatable

parabolic antenna for the ATS-4 mission appears to be questionable at this

time. This philosophy is based upon an examination of the following criteria:
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o State-of-the-art

o Confidence in successful deployment

o Accuracy requirements

State-of-the-Art - To date, no large inflatable structure has been

deployed in space with the exception of the ECHO series of spherical balloons.

Moreover, even laboratory demonstrations of parabolic inflation techniques

have been limited to small models or models having non-flight requirements

or helping hands. Reliable extrapolation of the technology developed for

small laboratory models to the design of large, accurate, load carrying

antennas is questionable.

On the other hand, deployment of rigid structures is a technology

backed by years of experience. The most notable example is the successful

PEGASUS Meteoroid Technology Satellite. The 96 foot rigid "wings" of this

spacecraft were designed to deploy using conventional techniques.

Confidence in Successful Deplo_nent - A high level of confidence

in successful deployment of large structures must be achieved before launch-

ing ATS-4. Such confidence can be achieved best by repeated ground deploy-

ment testing, not only on development models, but also on actual flight models.

While such extensive deployment testing is certainly achievable on a rigid

deployable system, it is difficult on inflatable systems. Repeated softening

and rigidization of a self-rigidizing material brings into question the ultimate

reliability of deployment and rigidization in space. If yielding of a wire mesh

to its proper parabolic shape is required, ground testing of the flight article

is not feasible.

The PEGASUS spacecraft provides a good example of the confid-

ence to be gained by extensive ground deployment testing. The prototype of

PEGASUS was deployed over 150 times and each flight spacecraft 20 to 30

times. A television camera in the first flight PEGASUS verified that the

deployment system's behavior in space was a precise duplicate of its behavior
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on the wing deployment fixture.

Accuracy Requi__re__ments - The parabolic antenna for the ATS-4

mission must have a surface which, when compared with the theoretical surface,

deviates no more than 0. 050 inches rms. This allowable surface error in-

cludes all contributing factors, such as manufacturing tolerances, deployment

errors, and thermal deflections.

As a typical case, one may consider the errors due to deployment

of a lenticular parabolic reflector. Even if perfect manufacturing is assumed

achievement of the correct parabolic contour is contingent upon inflation of

the torus to its correct pressure and inflation of the lenticular bag to its correct

pressure. Figure 3B-I illustrates the effect of errors in the inflation pressure

of the lenticular bag for two values of modulus of elasticity and two thicknesses

of lenticular film for a 30-ft diameter antenna. The curve assumes no error

in torus inflation pressure. If further assumes that the torus provides an

infinitely stiff peripheral restraint. Even with these unconservative assemp-

tions, it can be seen that a plastic bag (E _ 500, 000 psi), as thick as 0. 005",

will deflect from its true parabolic shape by 0. i" if the inflation pressure is

in error by as little as 0. 001 psi.

The ability of space proven instrumentation not only to measure but

also to control pressure to such accuracy is questionable. Furthermore, it

must be remembered that the analysis ignored manufacturing errors, thermally

induced deflections, torus inflation errors, and torus flexibility, all of which

will tend to increase the magnitude of the surface error. In view of these

inaccuracies, inflatable schemes have been excluded, at least for X-Band

applications.
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APPENDIX 3C

RIGID PANEL ANTENNAS

Rigid Panel System Usin_Honeycomb Sandwich Panels - A rigid

panel system will result in a reflecting surface of highest accuracy. Fig-

ures 3C-I and 3C-2 illustrate a typical design using this approach. This

design consists of a series of honeycomb sandwich panels which are folded

like petals and which, when deployed, form the parabolic contour. The

principal components of the system are:

• Center antenna section

• Folding panels

• Feed mast

• Panel release mechanism

• Panel extension and drive mechanism

• Panel locking mechanism

The center section and the folding panels are both made of 0.25 inch thick

honeycomb sandwich construction comprised of . 003 aluminum alloy skins

and 2.1 lb/ft 3 aluminum honeycomb core.

The panels are joined to the center section by skewed hinge fittings.

The careful selection of the hinge axis permits folding the antenna panels into

a much smaller diameter than is possible with a more conventional hinge

ar r angem ent.

After full deployment has been achieved, adjacent panels will be

locked to each other at three "radial" locations (Figures 3C-3 and 3C-4.

The three locking fittings are contained in the panel edge members and are

locked into position by a single spring-actuated cable at each panel edge.

The cable can be released pyrotechnically. This design is similar to that

which was successfully used on the NIMBUS solar array.

The maximum diameter of the rigid petal design as described is
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Figure 3C-1 Rigid Panel Antenna, Design One
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Figure 3C-4 Panel Locking System, Sheet Two
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approximately equal to twice the length of the vehicle fairing plus the space-

craft diameter. It is apparent, therefore, that the available area from this

design is limited by fairing size. To alleviate this space limitation, the rigid

panel design can be varied as shown in Figure 3C-5.

This antenna reflector consists of a set of rigid panels of sandwich

or other construction joined to a set of upper and lower drive links. The com-

bination of link and panel, when connected, form an annular scissors arrange-

ment. The higher packaging efficiency stems from the ability to put, in the

same volume, more panels of generally the same size. The panels of Fig-

ure 3C-5 are not tightly packaged. However, the increase in the perimeter

and outside diameter of the reflector without a change in panel length results

in a void at the center of the antenna structure. The void, in addition to de-

grading antenna performance somewhat, also complicates the attachment to

the spacecraft.

A latching arrangement similar to the basic rigid-panel design can

be used, since the relative panel-to-panel motion is quite similar. Rate

control of deployment can be accomplished by individual dampers between

links and panels. A uniform deployment is assured because of the link geom-

etry. An additional set of structural members are required to implement

this design. These are for supporting the deployed dish from the spacecraft.

The extent of this support structure depends on the inner diameter of the re-

flector which is, of course, a function of panel size and number.

The stowage for launch environment is essentially the same as

before.

Figure 3C-6 shows the weight and natural frequency as a function

of antenna diameter for these rigid panel designs. The natural frequency of

the deployed antenna must be such as to not cause coupling with the spacecraft

attitude control system. The natural frequency determination of the rigid panel

parabolic antenna is based on an axisymmetric change of its basic shape and a
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3-237



harmonic motion of the mass points.

is derived by equating the potential energy of the structure,

flection per unit load, to the kinetic energy of the mass points,

ing expression,

where
m

antenna load, provides a good approximation to a first nodal frequency.

Thermal Deflection of Thermal Coated Antenna -

evaluate thermal stresses and deflections in the rigid panel antenna during

its orbital life, a worst-case radiation exposure was studied for a steady-

state heat balance. The exposure corresponds to satellite sunrise with the

sun normal to the parabolic axis so that only one-half of the convex surface

receives solar radiation.

so that the concave side is subjected to reflected solar albedo and earth

radiation. The incident fluxes were based on a synchronous (19, 320 nautical

mile altitude), equatorial orbit.

The analysis was based on a solar reflective thermal coating

whose a/_ was 0.23.

silicone elastomer), whose stability with respect to ultraviolet degradation

was demonstrated on the PEGASUS spacecraft.

results in minimum temperature gradients.

The procedure for obtaining the temperature map along the para-

bolic surface is as follows:

(a)

(b)

(c)

!

An expression for the natural frequency i

er Ey of the strlcture, in terms of de-

_er ,_y of the m_ ss ,_oir is, The result-

!

is the nor t !

!

!
exposltre corresponds to satellite sunrise with the

file axis so that (,nly one-half of the convex surface I

. The antenna axis was assumed to be geocentric,

is su) ected to reflected solar albedo and earth i

fluxe _ were based on a synchronous (19, 320 nautical

i orb .t I

vas b _ ed on a solar reflective thermal coating

Such a coating is S-13 (zinc oxide pigmented methyl

pility with respect to ultraviolet degradation

_US spacecraft. The use of such a coating

e gradients. I

raining the temperature map along the para-

Divide the dish radially and circumferentially to define nodes, l

of solar,Calculate the angle of incidence albedo, and earth

fluxes at each node.

Construct flux map.
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(d) Assume each node is in steady state radiation equilibrium

with the environment. (this assumption is valid for an

orientation which changes 15°/hr with respect to the solar

direction. )

(e) Assume both sides of the dish have the same radiative properties.

(f) Solve the heat balance of each node for temperature.

Results of the analysis are shown by the temperature map in Figure 3C-7. The

overall AT along the surface is -107°F on the sun-facing side to -321°F on the

shaded side for Case I (edge illumination). Cases II and Ill (normal illumination)

produce an average antenna temperature of -53°F. The analysis showed that

for the 0.25 inch, 2.1 ib/ft 3 aluminum core the maximum gradient through

the core would be i. 5°F.

The resulting deflections are shown as a function of antenna diameter

in Figure 3C-8. The curves are based upon an analytical model consisting of

radial segments cantilevered from a hub and having an effective edge ring

which provides only radial restraint. Under the various thermal conditions,

an interaction exists between the radial segments and the ring. This inter-

action or redundancy is taken into account by equating the horizontal radius

change on the segments to the radius change of the ring.

The displacement of any segment is a function of its flexibility, the

nominal temperature, and the temperature gradient across the honeycomb sand-

wich. The various combinations of these conditions produce additive or sub-

tractive deflection results, thereby accounting for the unusual curve shapes.

Figure 3C-9 has extracted from the curves the variation in

deflection for a 30' diameter antenna in four of its typical orbital positions.

Because these deflections are unacceptable for a microwave antenna, an

evaluation was made of an insulated antenna in order to determine the degree

of improvement which might be expected.
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Thermal Deflection of Insulated Antenna - The use of superinsulation

blankets on both sides of the parabolic dish has the effect of increasing the

thermal time constant to a value in excess of one-half the orbit period. This

means that incident heating fluxes may be averaged over this period, and

there is very littletemperature response during shadow periods. Further,

since the thermal resistance offered by the superinsulation is very large

compared to that which exists between the honeycomb skins, the temperature

differentials will be carried across the blankets and not the honeycomb.

It follows that both the mean temperature and temperature gradients

throughout the honeycomb may be accurately predicted and controlled by the

use of superinsulation blankets. With the proposed scheme, a seasonal

variation in the mean temperature of less than ± 20°F can be maintained.

The temperature dip during the longest shadow period (67 minutes) will not

exceed 40°F from the mean value for the aluminum honeycomb. Thermal

gradients through the honeycomb will be 0.05°F during "broadside" illumina-

tion and essentially zero during edge illumination.

The application of superinsulation is shown in Figure 3C-I0. On

the convex side of the dish, 10 sheets of aluminized mylar are used to

restrict the thermal radiation. The concave side is covered with a blanket

which consists of about 15 sheets of SiO coated mylar so that RF transparency

is preserved. In addition, the honeycomb face sheet will be painted black

to obtain a high emittance. The outer face sheet of each blanket will be

coated so as to give optical properties which will maintain a mean temperature

of about 70°F. Using this scheme, the orbital temperature gradient will occur

almost entirely across the superinsulation blankets, and the honeycomb core

will experience a maximum gradient of 0.05°F.

In computing the temperature level and gradients in the analysis

below, it was assumed that the emissivity of silicon monoxide coated mylar

would be about 0.2. Should this prove not to be the case, the number of
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sheets can be adjusted accordingly to obtain the required thermal radiation

resistance.

In the case of the honeycomb core, whose temperature is essentially

governed by radiation interchange through the superinsulation blankets,

"thermal time constant" is not constant but a function of the honeycomb core

temperature and the effective sink temperature.

value of the thermal time constant may be computed by considering the in-

stant the panel,

earth' s shadow.

where C is the thermal capacitance, and

linearized radiation equation which governs the heat transfer from the honey-

comb surface to space.

where

Using a nominal orbital temperature of 530°R,

flat reflector

a sink temperature corresponding to an absorbed earth flux of 0.66 B/hr ft 2

of total surface,

of 0.4 lb/ft 2 and an effective emissivity of 0.01 for the superinsulation blankets,

a thermal time constant of 11.6 hours is calculated.

Assuming the core is isothermal,

the end of the shadow period is computed from

where T i, the initial temperature,

Setting 8 equal to the maximum shadow period of 1.12 hours,

491°R. This is only a 39 ° drop form the nominal.

!

the I
cor

The limiting or minimum I
ed _y consid _ri Ig the in-

at a nominal, orbital averaged temperature, enters the •
|The "time constant", , is defined as:

C
T

_e_nal capacitance, and _ _ is the coefficient in the B

:ion equation which governs the heat transfer from the hone

) space. Thus, B

q = _ • (T 4 - Ts 4)

= _ (T - T s ) I

= a ( T 2 + Ts2 ) (T + T s)

_l or!,ita temperature of 530°R, (70°F), obtained by use of a •

(low a , low _ with a ratio of I) on the exterior surface,,, •
:u re coz respon ling to an absorbed earth flux of 0.66 B/hr ft

, (i.e., T s = 140°R, _ = 0. 345) w_th a bulk antenna density

d neff _c tivc e _is Lvity of 0.01 for the superinsulation blan];

c a_tart )f 1 .. 3 hc rs is calculated. B
i

rr .a _ th.* .'or : s is :hermal, the temperature T, reached at

h; kw _el iod i co] puted from I

T = T + (T. - T ) exp - 8
s _ s

is taken at 530°R and (9 is time in hours.

dc,w p T is equal to

n the
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Although the above analysis is simplified, to some extent it is con-

servative and a multinode orbital transient analysis is not expected to

significantly affect the results.

The 0.05°F gradient through the honeycomb will vary in direction

depending upon the approximate direction of the solar vector as shown in

Figure 3C-II.

Using the same analytical technique as for the thermal coated antenna,

the combinations of seasonal antenna temperature swing and gradients through

the honeycomb sandwich were used to plot the curves of Figure 3C-12.

It may be seen that the low temperature gradient and small steady-

state temperature variations produce much lower deflections than does the

thermal-coated antenna. Deflections vary with diameter in a linear fashion,

at least approximately so.

From the above figures, it can be seen that any individual orbit can

be regarded as a cold case or hot case for the insulated antenna, and that the

direction and magnitude of thermal deflection will vary during the orbit. Thus

for a 30 feet diameter antenna, the tip deflection will vary during the hottest

and coldest orbits as shown in Figure 3C-13. The maximum deviation of

0.04" occurs only during a portion of the orbit.
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APPENDIX 3D

PETAL AXIS OF ROTATION DETERMINATION

In the development of a parabolic reflector that is made up of a

finite number of petals the designer is confronted at the onset with the pro-

blem of determining an axis of rotation which allows the petal to travel

from the "stowed" position into the "extended" position.

In order to solve this problem, consider a line of length "a" in

two positions, AB and A'B', in a plane: the center of rotation will be the

intersection of the normals at the midpoints of the two connecting lines AA'

and BB' (Figure 3D-I). Suppose a line of length "a" is given in two positions

in space: the axis of rotation will be the intersection of the normal planes

at the midpoints of the two connecting lines AA' and BB'.

The correctness of the first statement is apparent from Figure 3D-I.

The proof of the second statement lies in the fact that any point on the normal

plane at the midpoint of AA' is equidistant from A and A', and any poin_ on

the normal plane at the midpoint of BIB' is equidistant from IB and B' There-

fore, any point P on the intersection of the two normal planes is equidistant

from A and A', and from IB and B', respectively. The angular relation

between A, IB, and P remains unchanged, and figure IBAP will revolve about

the intersection as axis of rotation into figure IB'A'P.

In order to apply these statements to the problem of finding an

axis of rotation for a petal system let the line of length "a" be an edge of the

petal defined by points A and IB; let AIB and A'B' be the "extended" and

"stowed" positions, respectively, of the edge of the petal. Figure 3D-2 shows

this arrangement with the subscript "h" used for the plan view and "v" for the

elevation view. The trapezoidal shape of the petal is defined by points A, IB,

C and D. The problem then is to determine graphically the intersection of

the normal planes at the midpoints of AA' and BIB'.

Let M and N be the midpoints of AA' and BIB'. Draw a normal to
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Figure 3D-I Rotation Axis

AhA' h through M h intersecting the projection plane at Sh. Draw a horizontal

line through M v and project Sh into Sv. Through Sv draw a line normal to

AvA'v . Line MhS h and the line through Sv determine the normal plane at

the midpoint M of AA'. Following the same procedure with BB', line NhT h

and the line through T v normal to BvB' v determine the normal plane at the

midpoint N of BB'. In the elevation view the lines through Sv and T v intersect

at Oand also intersect a horizontal line, drawn at random, at points U v and

Vv. Project Uv and V v into the plan view and draw normals through U h and

V h to AhA' h and BhB'h, respectively. These normals intersect at Ph.

Points O and P being common to both normal planes, the line OP is the inter-

section of the two planes and the desired axis of rotation. The explanation

of this geometrical construction can be found in text books on descriptive

geometry.

Before proceeding with the detail hinge design it is necessary to

check the axis of rotation for compatibility with the shroud constraints. In

the event the axis is not practical, (i.e. it may fall outside of the shroud

or be too far in front of the extended petal) the "stowed" position of the petal

may be varied and the procedure repeated until a satisfactory axis of rotation

is determined.
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